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Historic Preservation Commission (HPC) 

Victoria Glasgow 
Neighborhood Planning Coordinator  

February 25th, 2019 

Subject:  1121 Rivermont Avenue Staff Finding 

The Residential Design Review Guidelines state that roofs should be preserved in their original size, shape 
and pitch, with original features (such as cresting, finials, cupolas, etc.), and, if possible, with original roof 
material. If additions to roofs are desired such as new dormers or skylights, these should be added at rear or 
side rooflines that are not visible from the street.

The Residential Design Review Guidelines state that decks should be located at the rear of buildings and 
should be stained or painted to match or blend with the colors of the building. They should be simple rather 
than ornate in design. 

Section 35.2‐13.4 (b) Staff Recommendation. Upon finding that the application is complete the City Planner 
shall prepare a report making findings and recommendations on the application and authorize notice to be 

provided in accordance with section 35.2‐13.5 (Notice and HPC Hearing). 
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6.  DECKS   

POLICY: 

Porches are preferred to decks but decks are acceptable at the rear facades of 
buildings. Decks on the sides of buildings are also acceptable if they are not 

readily visible from the street.  

Decks:  

A. should be located at the rear of buildings. If built on the side of a building the 
deck should be screened from street view with fencing and/or appropriate native 
evergreen plants and shrubs. Elevated decks and decks on houses on corner lots 
present challenges that must be addressed on an individual basis. 

B. should be stained or painted to match or blend with the colors of the building.  

C. should be simple rather than ornate in design. If visible from the street, it is 
recommended that wood decks have square wood balusters set no more than 
three inches apart. Balusters should be no more than 2" in width and depth. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Decks at the rear of dwellings are acceptable 
as long as they are not readily visible from 
the street. 
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16.  ROOFS 

POLICY: 

Original roof forms should be preserved and maintained. If additions to roofs are desired 
such as new dormers or skylights, these should be added at rear or side rooflines that are 
not visible from the street. Historic roof materials such as metal standing seam, clay tiles, 
or slate should be repaired and preserved. If repair is no longer practical, replacement with 

an appropriate substitute material is appropriate.    

Roofs:  

A. should be preserved in their original size, shape and pitch, with original features (such 
as cresting, finials, cupolas, etc.), and, if possible, with original roof material. 

B. of slate should be repaired with new slate to match. If deterioration is extensive 
consider removing slate from rear roof surfaces in order to repair slate on the main and 
readily visible facades. If overall removal is demonstrated as necessary, the use of 
faux-slate materials will be considered. The substitution of asphalt or fiberglass 
simulated slate shingles for slate is not acceptable.  

C. of standing seam metal should be repaired. If replacement is necessary the new roof 
should match the original as closely as possible in dimensions, seam crimping, and 
seam spacing. Historically correct commercially available roof coatings may be 
considered for repairs.  The HPC Secretary has information on acceptable materials. 

D. should not have new dormers introduced on front facades but may have dormers 
added on rear facades or secondary facades where not noticeably visible if in keeping 
with the character and scale of the structure.  

E. should not have skylights, decks, or balconies added where visible from the street. 

 

 

 

 

 

 

 

 

 

 

 

 

 
Original slate roofs should be preserved, 
maintained and repaired.   

If repair and replacement is not possible, the use 
of faux slate shingles may be appropriate. 
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Original metal standing seam roofs should 
be maintained and repaired if needed (602 
Washington Street). 

 

If replacement is necessary use a metal 
seam roof similar in dimensions, spacing 
and crimping as the original. 

 

Original clay tile roof at 2701 Rivermont 
Avenue. 

 

 

 

 

 

Original metal shingle roof at 429 
Rivermont Avenue. 

 

 

Roof features such as dormers should be 
preserved and maintained (3104 Rivermont 
Avenue). 
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