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GENERAL NOTES:

1. THESE DRAWINGS ARE SCHEMATIC IN NATURE

AND ARE NOT INTENDED FOR USE AS

FABRICATION DRAWINGS. THESE DRAWINGS

INDICATE THE GENERAL AND APPROXIMATE SIZE

AND LOCATION OF MATERIAL. FIELD VERIFY ALL

DIMENSIONS AND LOCATIONS PRIOR TO

BEGINNING WORK. ALL UTILITIES NOTED ON

PLANS ARE APPROXIMATE AND CONTRACTOR

SHALL FIELD VERIFY LOCATION.

2. ALL WORK SHALL BE INSTALLED IN ACCORDANCE

WITH APPLICABLE CODES AND REGULATIONS,

INCLUDING, BUT NOT LIMITED TO, THE 2012

VIRGINIA UNIFORM STATEWIDE BUILDING CODE

(JULY 14, 2014) AND ASSOCIATED CODES OF

REFERENCE. REFER TO APPLICABLE CODES LIST

THIS DRAWING.

3. CONTRACTOR SHALL OBTAIN ALL BUILDING AND

TRADE PERMITS FOR CONSTRUCTION; HOWEVER,

THE CITY OF LYNCHBURG SHALL WAIVE ALL FEES

REQUIRED FOR PERMITS.

4. ALL MATERIAL SHALL BE NEW UNLESS

OTHERWISE NOTED. MATERIALS ARE BASED ON

THE INDICATED MANUFACTURERS/MODELS AND

ARE INTENDED ONLY TO SHOW THE GENERAL

SIZE, CONFIGURATION, LOCATION, CONNECTIONS,

AND SUPPORT FOR INDICATED MATERIAL WITH

RELATION TO OTHER BUILDING SYSTEMS.

MATERIAL BY ANY MANUFACTURER THAT MEETS

THE SCHEDULED CRITERIA IS ACCEPTABLE.

CONTRACTOR SHALL BE RESPONSIBLE FOR

COORDINATING ACTUAL INSTALLED MATERIAL

AND ASSOCIATED CHANGES.

5. CONTRACTOR SHALL COORDINATE THE WORK

WITH EXISTING CONDITIONS, INCLUDING BEAMS,

COLUMNS, SITE FEATURES, AND OTHER

OBSTRUCTIONS, WHETHER OR NOT SUCH IS

SHOWN ON DRAWINGS.

6. CONTRACTOR SHALL COORDINATE THE WORK

BETWEEN ALL TRADES.  MATERIAL LOCATIONS

SHALL BE COORDINATED BETWEEN CIVIL,

ARCHITECTURAL, STRUCTURAL, MECHANICAL,

PLUMBING, ELECTRICAL, FIRE PROTECTION, AND

DEMOLITION PLANS TO AVOID CONFLICTS.

7. EXISTING MATERIAL TO BE REMOVED SHALL BE

REMOVED CAREFULLY TO AVOID DAMAGING

MATERIAL TO REMAIN. THE CONTRACTOR SHALL

BE RESPONSIBLE FOR DAMAGE THAT OCCURS TO

EXISTING MATERIAL TO REMAIN OR TO BE

RELOCATED DURING DEMOLITION AND

CONSTRUCTION.

8. ALL MATERIAL SHALL BE INSTALLED ACCORDING

TO MANUFACTURER'S WRITTEN INSTALLATION

INSTRUCTIONS, MAINTAINING ALL REQUIRED

CLEARANCES AND WITH ALL COMPONENTS

ACCESSIBLE AND SERVICEABLE.

9. CONTRACTOR SHALL PROVIDE MATERIAL DATA

SUBMITTALS FOR ALL NEW MATERIAL. REFER TO

INDIVIDUAL SHEETS FOR ADDITIONAL SUBMITTAL

REQUIREMENTS. THE CONTRACTOR SHALL

PROVIDE A SUBMITTAL SCHEDULE WITHIN 30

DAYS OF AWARD OF CONTRACT.

10. CONTRACTOR SHALL BE RESPONSIBLE FOR

ASSEMBLING OPERATION AND MAINTENANCE

MANUALS CONTAINING ALL MATERIAL

SUBMITTALS, INSTALLATION AND OPERATING

INSTRUCTIONS, AND WARRANTY INFORMATION.

THREE (3) COPIES OF O&M MANUALS SHALL BE

SUBMITTED TO THE A/E AT THE TIME OF

SUBSTANTIAL COMPLETION.

11. CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING A SET OF AS-BUILT DRAWINGS ON

SITE WHICH INDICATE IN RED ALL DEVIATIONS

FROM ORIGINAL CONSTRUCTION DOCUMENTS,

INCLUDING APPROVED CONSTRUCTION CHANGE

ORDERS. AS-BUILT DRAWINGS SHALL BE

SUBMITTED TO THE A/E AT THE TIME OF

SUBSTANTIAL COMPLETION. AS-BUILT DRAWINGS

SHALL BE CLEARLY LEGIBLE AND COMPLETE.

12. CONTRACTOR SHALL KEEP PUBLIC AREAS FREE

OF TRASH AND CONSTRUCTION DEBRIS AND

CLEAN ENTIRE WORK AREA ON A DAILY BASIS.

13. TEMPORARY POWER AND WATER SERVICE ARE

AVAILABLE ON SITE FOR THE CONTRACTOR'S USE.

CONTRACTOR SHALL COORDINATE ACCESS WITH

OWNER AND SHALL PROVIDE ANY REQUIRED

TEMPORARY CONNECTIONS AND EXTENSIONS.

14. CONTRACTOR SHALL VISIT THE SITE TO BECOME

FAMILIAR WITH THE SCOPE OF WORK AND TO

VERIFY EXISTING CONDITIONS PRIOR TO BIDDING

THIS PROJECT. ANY DISCREPANCIES OR

AMBIGUOUS ITEMS MUST BE REPORTED TO THE

A/E AND THE OWNER FOR CLARIFICATION PRIOR

TO BIDDING

15. CONTRACTOR SHALL PROTECT THE BUILDING,

ADJACENT FEATURES, ROADWAYS, WALKWAYS,

SITE IMPROVEMENTS, EXTERIOR PLANTINGS,

LANDSCAPING, ETC. AS REQUIRED FROM DAMAGE

AND CORRECT DAMAGE RESULTING FROM

CONSTRUCTION ACTIVITIES TO THE

SATISFACTION OF THE OWNER.

16. CONTRACTOR SHALL COLLECT DEMOLISHED

MATERIALS AND PLACE IN APPROPRIATE

DISPOSAL CONTAINERS. DEMOLISHED MATERIALS

SHALL BE PROMPTLY REMOVED FROM THE

OWNER'S PROPERTY AND DISPOSED OF LEGALLY.

17. CONTRACTOR SHALL COORDINATE MATERIAL

STORAGE AND DUMPSTER LOCATION WITH

OWNER DURING CONSTRUCTION.

18. CONTRACTOR SHALL PROVIDE PRE-DEMOLITION

PHOTOGRAPHIC OR VIDEOGRAPHIC

DOCUMENTATION TO SHOW EXISTING

CONDITIONS OF FINISHED SURFACES IN WORK

AREA AND ADJOINING CONSTRUCTION INCLUDING

SITE STORAGE AND ACCESS AREAS PRIOR TO

PRE-CONSTRUCTION MEETING AND A MINIMUM OF

10 WORKING DAYS PRIOR TO COMMENCEMENT OF

WORK.

19. CONTRACTOR SHALL NOTIFY OWNER OF ANY

INTERRUPTION OF UTILITIES INCLUDING BUT NOT

LIMITED TO POWER, WATER, COMMUNICATIONS,

ETC AND COORDINATE OUTAGE WITH OWNER AND

ALL BUILDING TENANTS.

20. ALL INCURRED DAMAGE BY CONTRACTOR TO THE

VENDORS MERCHANDISE SHALL BE PAID FOR BY

THE CONTRACTOR.

21. THE LIGHTING RETROFIT SHALL BE CLOSELY

SCHEDULED WITH THE CITY OF LYNCHBURG AND

THE MARKET MANAGER.  IT IS ALLOWABLE TO

LEAVE THE EXISTING HID LOW BAY LIGHTING

FIXTURES UP UNTIL ALL OF THE NEW LED

FIXTURES ARE INSTALLED AND OPERATING.  THE

EXISTING COLUMN MOUNTED EMERGENCY

LIGHTING FIXTURES SHALL REMAIN OPERATIONAL

UNIT THE EMERGENCY LIGHTING INVERTER IS

INSTALLED AND POWERING THE LED FIXTURES

INDICATED.  THE MARKET SHALL CONTINUE TO

OPERATE DURING IT'S NORMAL OPERATING

HOURS WHICH ARE TUESDAY THRU SATURDAY

7AM - 2PM, THERFORE THE CONSTRUCTION SHALL

BE ACCOMPLISHED ONLY ON THE FOLLOWING

SCHEDULE:

a) SUNDAYS 7AM TILL 5PM

b) MONDAYS 7AM TILL 5PM

c) TUESDAY THRU SATURDAY AFTER 3PM TILL

(TIME TO BE DETERMINED WITH THE CITY OF

LYNCHBURG)

23. CONTACT INFORMATION, SITE REPRESENTATIVES:

JERRY KELLY, RCG

GENERAL BUILDING MAINTENANCE SUPERVISOR

CITY OF LYNCHBURG

434-420-3041

MARKET MANAGER:

JENNIFER KENNEDY

COMMUNITY MARKET

434-455-4486

24. DEFINITIONS:

FURNISH: SUPPLY AND DELIVER TO PROJECT SITE

FOR INSTALLATION BY OTHERS.

INSTALL: INSTALL ITEMS FURNISHED BY OTHERS,

INCLUDING UNLOADING, TEMPORARILY STORING,

UNPACKING, AND ASSEMBLY.

PROVIDE: FURNISH AND INSTALL, COMPLETE AND

READY FOR THE INTENDED USE.

REMOVE: DETACH ITEMS FROM EXISTING

CONSTRUCTION AND LEGALLY DISPOSE OF THEM

OFF-SITE UNLESS INDICATED TO BE REMOVED

AND SALVAGED OR REMOVED AND REINSTALLED.

REMOVE AND REINSTALL: DETACH ITEMS FROM

EXISTING CONSTRUCTION, PREPARE FOR REUSE,

AND REINSTALL WHERE INDICATED.

REMOVE AND SALVAGE: CAREFULLY DETACH

FROM EXISTING CONSTRUCTION, IN A MANNER TO

PREVENT DAMAGE, AND DELIVER TO OWNER.

AN ASBESTOS INSPECTION WAS NOT PERFORMED.  THE CONTRACTOR SHALL NOTIFY THE CITY'S PROJECT MANAGER OF ANY SUSPECTED

MATERIALS FOR REMOVAL BY THE CITY OF LYNCHBURG.

ASBESTOS DISCLOSURE STATEMENT:

LEAD PAINT DISCLOSURE STATEMENT:

AN INSPECTION TO IDENTIFY LEAD CONTAINING OR COATED BUILDING COMPONENTS HAS NOT BEEN CONDUCTED. ASSUME THAT ALL

PAINTED SURFACES CONTAIN LEAD-BASED PAINT. IT IS THE CONTRACTORS'S RESPONSIBILITY TO COMPLY WITH ALL VIRGINIA

OCCUPATIONAL SAFETY AND HEALTH (VOSH) REGULATIONS AS THEY PERTAIN TO EMPLOYEE EXPOSURES TO LEAD.

DISCLAIMER STATEMENT:

VIRGINIA A&E ASSUMES NO RESPONSIBILITY FOR THE ADEQUACY OR ACCURACY OF THE ASBESTOS AND LEAD BASED PAINT INFORMATION

PROVIDED ABOVE BY THE OWNER. THE CONTRACTOR SHALL ADDRESS ANY RELATED QUESTIONS TO THE OWNER'S PROJECT MANAGER.
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DEMOLITION NOTES:

XX

1. DEMOLISH THE EXISTING PENDANT MOUNTED FLUORESCENT LIGHTING FIXTURES

INCLUDING CHAINS, CONDUIT DROPS AND LIGHTING CHANNEL, TYPICAL.

2. DEMOLISH THE EXISTING LOW BAY METAL HALIDE LIGHT FIXTURES AND THE

ASSOCIATED CONDUIT STEMS, TYPICAL.

3. REMOVE 9 EXISTING CEILING MOUNTED FLUORESCENT LIGHTING FIXTURES.

RETAIN BRANCH CIRCUIT AND SWITCHING FOR RE-USE.

4. THE EXISTING LIGHTING BRANCH CIRCUITRY INSTALLED ON THE CEILING SHALL

REMAIN AND BE UTILIZED FOR THE NEW LIGHTING FIXTURES.

5. REMOVE EMERGENCY LIGHTING AFTER NEW EMERGENCY LIGHTING IS

OPERATIONAL. THE BUILDING CANNOT BE OCCUPIED UNLESS EMERGENCY

LIGHTING IS PRESENT AND WORKING, TYPICAL.

6. REMOVE EXIT SIGNAGE AS NEW EXIT SIGNAGE IS INSTALLED AND OPERATIONAL.

THE BUILDING CANNOT BE OCCUPIED UNLESS EXIT SIGNAGE IS PRESENT AND

WORKING, TYPICAL.

DEMOLITION SYMBOLS LEGEND:

XX DEMOLITION NOTE

LIMIT OF DEMOLITION
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SCALE:

NORTH

0 10'5' 15' 20'

1/8"=1'-0"

FLOOR PLAN - LIGHTING DEMOLITION

DRAWING NOTES

1. ALL DEMOLISHED MATERIALS SHALL BE REMOVED FROM THE SITE AND DISPOSED

OF PER THE VIRGINIA DEQ REGULATING AGENCIES REQUIREMENTS.
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CONSTRUCTION NOTE

DEMOLITION NOTE

SYMBOLS ABBREVIATIONS

MDP-1

MDP-1

INDICATES MULTIPLE HOMERUN CIRCUITS FROM SINGLE

PANEL/CIRCUIT.

HOMERUN TO PANEL AND CIRCUIT NUMBER AS INDICATED.

CONDUCTOR AND RACEWAY SIZE AS INDICATED IN

PANELBOARD SCHEDULE, UON.

HOMERUN CIRCUIT TO OTHER CIRCUIT. CONDUCTORS AND

RACEWAY SIZE AS NOTED.

CONDUCTORS AND RACEWAYS

CONDUIT RUN EXPOSED OR ABOVE CEILING

POWER

LIGHTING

(3)#12

IN 3/4"C

CONDUIT RUN CONCEALED UNDER FLOOR

JUNCTION BOX

CONDUIT TURNING DOWN

CONDUIT TURNING UP

LED LIGHT FIXTURE.

PANELBOARD PANELBOARD NUMBER

VOLTAGE

POLES, WIRES

AMP RATING

1

POINT OF CONNECTION

NEW-TO-EXISTING

LIMIT OF DEMOLITION

A AMPERE

AC ABOVE COUNTER

A/E ARCHITECT/ENGINEER

AF AMP FRAME

AT AMP TRIP

AFF ABOVE FINISHED FLOOR

APPROX APPROXIMATE

BCSD BARE C OPPER SOFT DRAWN

C CONDUIT

CB CIRCUIT BREAKER

DWG DRAWING

(E) EXISTING

ECB ENCLOSED CIRCUIT BREAKER

EMT ELECTRICAL METALLIC TUBING

FD FUSED DISCONNECT

FMC FLEXIBLE METALLIC CONDUIT

FTL FEED THROUGH LUGS

FVNR FULL VOLTAGE NON REVERSING

G, GND GROUND

GFI GROUND FAULT INTERRUPTING

HOA HAND-OFF-AUTO

HP HORSEPOWER

HVAC HEATING, VENTILATING, AND AIR CONDITIONING

JB JUNCTION BOX

KVA KILOVOLTAMPS

LFMC LIQUID-TIGHT FLEXIBLE METALL CONDUIT

MAX MAXIMUM

MC METAL CLAD CABLE

MCA MIN CIRCUIT AMPACITY

MCB MAIN CIRCUIT BREAKER

MIN MINIMUM

MLO MAIN LUGS ONLY

MOPD MAX OVERCURRENT PROTECTION DEVICE

N NEUTRAL

NF NON FUSED

NIC NOT IN CONTRACT

OCPD OVERCURRENT PROTECTION DEVICE

P PHASES OR POLES

PB PUSHBUTTON

RNC RIGID NONMETALLIC CONDUIT

RSC RIGID STEEL CONDUIT

STP SHIELDED TWISTED PAIR

TVSS TRANSIENT VOLTAGE SURGE SUPPRESSION

TYP TYPICAL

UG UNDERGROUND

UON UNLESS OTHERWISE NOTED

UTP UNSHIELDED TWISTED PAIR

V VOLTS

VFD VARIABLE FREQUENCY DRIVE

W WIRES

W/ WITH

W/O WITHOUT

WP WEATHERPROOF

XFMR TRANSFORMER

1

GENERAL NOTES

LED LIGHT FIXTURE ON BATTERY BACKUP INVERTER

LEGEND

LP3

120/208

3P/4W

225A

MCB

RACEWAYS AND BOXES

A.MATERIALS:

EMT - ANSI C80.3, COMPRESSION FITTING, MIN SIZE 3/4-INCH

FMC - MIN SIZE 1/2-INCH

WIREWAYS - SHEET METAL WITH SCREW COVERS

B. INDOOR RACEWAY APPLICATIONS:

EXPOSED OR CONCEALED: EMT, UON

BOXES AND ENCLOSURES: NEMA 250, TYPE 1, UON

WIRING METHODS

A.SINGLE CONDUCTORS SHALL BE COPPER, #12 MINIMUM CONDUCTOR

SIZE, SOLID FOR #10 AWG AND SMALLER, STRANDED FOR #8 AWG AND

LARGER. FOR ABOVE-GROUND APPLICATIONS USE THHN-THWN, 600VAC

INSULATION.

B. RACEWAY APPLICATIONS:

BRANCH CIRCUITS: SINGLE CONDUCTORS IN RACEWAY, UON

C.MINIMIZE SPLICES AND PLACE ONLY IN ACCESSIBLE JUNCTION BOXES

AND ENCLOSURES THAT ARE SIZED AND RATED FOR SUCH.

ELECTRICAL IDENTIFICATION

A.PROVIDE CONDUCTOR COLOR CODING PER THE NATIONAL ELECTRICAL

CODE.

SUPPORT AND ANCHORAGE

A.PROVIDE SUPPORT AND ANCHORAGE THAT ARE ADEQUATE IN TENSION,

SHEAR, AND PULLOUT FORCE TO RESIST MAXIMUM LOADS CALCULATED

OR IMPOSED WITH A MINIMUM STRUCTURAL SAFETY FACTOR OF FIVE.

B. STEEL SLOTTED SUPPORT SYSTEMS: COMPLY WITH MFMA-3 FACTORY

FABRICATED COMPONENTS FOR FIELD ASSEMBLY WITH FINISH SUITABLE

FOR THE ENVIRONMENT.

C.FOR ATTACHMENT TO CONCRETE AND SOLID MASONRY, USE

WEDGE-TYPE, ZINC-COATED STEEL EXPANSION ANCHOR FASTENERS.

DRILL HOLES AT LOCATIONS AND DEPTHS THAT AVOID REINFORCING

BARS. FOR CONNECTIONS TO HOLLOW MASONRY USE ALL-STEEL

SPRINGHEAD TYPE TOGGLE BOLTS.

D.FOR CLAMPING TO STEEL STRUCTURAL ELEMENTS USE WELDED STEEL

STUDS, BEAM CLAMPS OR SPRING-TENSION CLAMPS.

E. FOR CONNECTIONS TO WOOD USE LAG SCREWS OR THROUGH BOLTS.

F. HANGER RODS TO BE THREADED STEEL.

G.FOR CONNECTIONS TO LIGHT STEEL USE SHEET METAL SCREWS.

H.FOR ITEMS MOUNTED ON HOLLOW WALLS AND NONSTRUCTURAL

BUILDING SURFACES USE SLOTTED-CHANNEL RACKS ATTACHED TO

SUBSTRATE.

I. FASTEN HANGERS AND SUPPORTS SECURELY IN PLACE WITH

PROVISIONS FOR STRUCTURAL AND THERMAL MOVEMENT.

J. SEPARATE DISSIMILAR METALS AND METAL PRODUCTS FROM CONTACT

WITH WOOD OR CEMENTITIOUS MATERIALS BY PAINTING EACH METAL

SURFACE IN AREA OF CONTACT WITH A BITUMINOUS COATING OR BY

OTHER PERMANENT SEPARATION.

K. EMT MAY BE SUPPORTED BY OPENINGS THROUGH STRUCTURAL

MEMBERS AS PERMITTED IN NFPA-70.

L. RACEWAY SUPPORT INTERVALS

RACEWAY MAX DISTANCE MAX SUPPORT MAX LENGTH

TYPE TO FIRST SUPPORT INTERVAL     OF RUN

FMC, LFMC 12 INCHES 54 INCHES 72 INCHES, UON

EMT 36 INCHES 120 INCHES NONE

DEVICES

A.WALL COVER PLATES: PROVIDE SINGLE AND COMBINATION TYPES TO

MATCH CORRESPONDING WIRING DEVICES. FOR FINISHED SPACES

PROVIDE STEEL WITH WHITE BAKED ENAMEL.

LIGHTING

A. ALL LUMINAIRES SHALL BE PROVIDED WITH LAMPS.

B. LED LAMPS SHALL HAVE A MINIMUM CRI OF 80. LAMP TEMPERATURES

SHALL BE 3500K UNLESS OTHERWISE NOTED.

C.EMERGENCY LIGHTING SHALL OPERATE INDICATED NUMBER OF LAMPS

FOR 90 MINUTES.

PANELBOARDS

A.MODIFIED PANELBOARDS: PROVIDE OR RELOCATE BREAKERS AS

INDICATED. NEW BREAKERS SHALL BE FROM SAME MANUFACTURER AS

PANELBOARD AND SHALL HAVE SUITABLE FAULT CURRENT RATINGS.

B.PROVIDE TYPED PANELBOARD INDEXES FOR ALL MODIFIED

PANELBOARDS.

GROUNDING

A.PROVIDE GROUNDING IN ACCORDANCE WITH NATIONAL ELECTRICAL

CODE AND ADDITIONALLY AS INDICATED.

ELECTRICAL SPECIFICATIONS

WALL MOUNTED, SINGLE-FACED COMBO EXIT SIGN.

EX

A

1. THESE DRAWINGS ARE SCHEMATIC IN NATURE AND INDICATE THE

GENERAL AND APPROXIMATE LOCATION OF EQUIPMENT AND

EXISTING CONSTRUCTION. FIELD-VERIFY ALL DIMENSIONS AND

LOCATIONS.

2. THESE DRAWINGS MAY NOT INDICATE ALL FITTINGS, PARTS AND

ACCESSORIES THAT ARE REQUIRED FOR A COMPLETE AND

FUNCTIONAL SYSTEM.  NO EXCLUSION FROM OR LIMITATION IN THE

SYMBOLISM USED ON THE DRAWINGS FOR THE WORK, OR THE

LANGUAGE USED IN THE SPECIFICATIONS FOR THE WORK SHALL

BE INTERPRETED AS A REASON FOR OMITTING THE

APPURTENANCES OR ACCESSORIES NECESSARY TO COMPLETE

AND REQUIRED WORK, SYSTEM, OR ITEM OF EQUIPMENT.

3. ALL ELECTRICAL WORK ON THIS PROJECT SHALL BE INSTALLED IN

ACCORDANCE WITH THE 2012 VIRGINIA UNIFORM STATEWIDE

BUILDING CODE, NFPA 70-2011 (NATIONAL ELECTRICAL CODE).

4. COORDINATE ARRANGEMENT, MOUNTING, AND SUPPORT OF

ELECTRICAL EQUIPMENT TO AVOID INTERFERENCES WITH

ELECTRICAL AND OTHER TRADES. COORDINATE WORK WITH

EXISTING CONDITIONS INCLUDING BEAMS, COLUMNS, SITE

FEATURES, DUCTWORK AND OTHER CONSTRUCTION WHETHER OR

NOT SUCH IS SHOWN ON THE DRAWINGS.

5. MAINTAIN A SET OF AS-BUILT RED-LINE MARKUPS INDICATING

ACTUAL INSTALLATION. DELIVER TO OWNER AT CONCLUSION OF

PROJECT.

6. PROVIDE PRODUCT DATA SUBMITTALS FOR THE LUMINAIRES AND

BATTERY BACKUP SYSTEM. MATERIALS INSTALLED PRIOR TO

OBTAINING AN APPROVED SUBMITTAL ARE AT CONTRACTOR'S

RISK.

7. CUT EXISTING CONSTRUCTION AS NEEDED FOR DEMOLITION AND

CONSTRUCTION. USE CUTTING METHODS THAT MINIMIZE DAMAGE

TO FINISHED AND ADJACENT SURFACES. PATCH EXISTING AND

NEW CONSTRUCTION AND REPAIR ALL DAMAGED SURFACES TO

MATCH EXISTING. PATCH UNUSED AND ABANDONED

PENETRATIONS.

8. ALL NEW CONDUIT SHALL BE PAINTED TO MATCH ADJACENT

SURFACES.

9. CONTRACTOR SHALL ADVISE A/E IMMEDIATELY OF DISCREPANCIES

WITHIN DRAWINGS. MINOR DEVIATIONS FROM THE PLANS MAY BE

MADE TO AVOID MINOR CONFLICTS. WHERE MAJOR CONFLICTS

ARE ENCOUNTERED, THE AFFECTED WORK SHALL NOT BE

INSTALLED UNTIL THE CONFLICT HAS BEEN RESOLVED. THE A/E IS

NOT RESPONSIBLE FOR THE CONSEQUENCES OF PROCEEDING

WITH WORK BASED ON CONTRACTOR INTERPRETATION OR ON

DIRECTION FROM OTHER PARTIES.

10. PRIOR TO REMOVING ALL EXISTING LIGHTING FIXTURES, HANGERS

AND SIMILAR MATERIALS, THEY SHALL BE VACUUMED AND WIPED

DOWN TO REMOVE AS MUCH DUST AS POSSIBLE.  IT WILL BE THE

RESPONSIBILITY OF THE VENDORS TO COVER AND OR STORE

THEIR MERCHANDISE.
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CONSTRUCTION NOTES:

XX

1. PROVIDE JUNCTION BOX AT LEVEL WHERE CHAIN IS ATTACHED TO STRUCTURE.

RUN WIRING WITHIN FLEXIBLE METALLIC CONDUIT DOWN TO FIXTURE. ATTACH

FMC TO CHAIN. TYPICAL FOR TYPE A FIXTURES.

2. CONTRACTOR SHALL REUSE AS MUCH OF THE EXISTING LIGHTING BRANCH

CIRCUITRY AS POSSIBLE.  WHERE EXISTING LIGHTING BRANCH CIRCUITS NEED

TO BE EXTENDED FOR THE NEW LIGHTING, THE CONTRACTOR SHALL PROVIDE 3

#12, ½” MINIMUM SIZE EMT CONDUIT.  CONDUIT FITTINGS SHALL BE

COMPRESSION TYPE.

3. PROVIDE 6 TYPE “B” AND 3 TYPE “BE” LED LIGHT FIXTURES IN THE SAME LOCATION

AND CONNECT TO THE EXISTING LIGHTING BRANCH CIRCUIT.  1 TYPE “BE” LIGHT

FIXTURE SHALL BE INSTALLED IN THE TOILET VESTIBULE AND 1 IN EACH OF THE

WOMEN'S AND MEN'S TOILETS TO PROVIDE EMERGENCY LIGHTING WITHIN THESE

SPACES.

4. PROVIDE LIGHTING INVERTER, MYERS OR EQUAL ILLUMINATOR SERIES “EM”,

MODEL NUMBER 1-EM-4-S-BA2003-2YW.  PROVIDE 2-20 AMP SINGLE POLE LIGHT

SWITCHES ADJACENT TO LIGHTING INVERTER TO CONTROL THE LIGHTNG

FIXTURES.  THE THIRD CIRCUIT BREAKER SHALL FEED THE EMERGENCY EGRESS

LIGHT FIXTURES AT THE EXIT DOORS AND SHALL NOT BE SWITCHED.

5. RECONNECT TO EXISTING LIGHTING CIRCUIT.

6. PROVIDE 40A/1P BREAKER IN POSITION 18. PANEL IS SIEMENS S5B75LM800EBS,

240/120V, 3P/4W HIGH LEG DELTA.
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SCALE:

NORTH

0 10'5' 15' 20'

1/8"=1'-0"

FLOOR PLAN - LIGHTING

ALL TYPE 'A' LIGHT FIXTURES

SHALL BE INSTALLED 12' ABOVE

FINISHED FLOOR UNLESS

OTHERWISE NOTED.
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SCALE: NONE

CENTRAL INVERTER DIAGRAM

BATTERY MODULE

MICROPROCESSOR

CONTROLLED PWR

BI-DIRECTIONAL

INVERT/BATTERY

CHARGER

OUTPUT

TRANSFORMER

AUTOMATIC

TRANSFER

MODULE

DC TO AC

EMERGENCY LTS

EMERGENCY LTS

EMERGENCY EXIT FIXTURES

OUTPUT

BREAKERS

INPUT

BREAKER

DPI-18

20A

2 #8, 1 #10 EGC

1"C

LIGHTING FIXTURE SCHEDULE

SYM

BASIS OF DESIGN

VOLTS

VOLT-AMP

S

MOUNTING

LAMPS

REMARKS

MODEL MANUFACTURER TYPE

A IBH12L-MVOLT-HC36 LITHONIA MVOLT 125 SUSPENDED LED
LINEAR LED 12,000 LUMENS, CHAIN SUSPENDED

B LBL4-40L-EOHN-LP840 LITHONIA MVOLT 41 SURFACE LED
LINEAR LED, 4,000 LUMENS

BE LBL4-40L-EOHN-LP840-EL7L LITHONIA MVOLT 41 SURFACE LED
LINEAR LED, 4,000 LUMEN WITH BATTERY BACK-UP

C TWR1 LED-1-40K-MVOLT LITHONIA 120 33 ABOVE EXTERIOR DOOR LED

EXTERIOR EGRESS LIGHTING POWERED FROM

LIGHTING INVERTER

EX LQM-S-W-1-R-120 LITHONIA 120 4.3 UNIVERSAL LED EXIT SIGN INSTALL 10' AFF

NOTES:

1. MANUFACTURERS AND MODEL NUMBERS ON THE SCHEDULE ARE INTENDED TO ESTABLISH A STANDARD OF QUALITY, PERFORMANANCE, AND APPEARANCE. FIXTURES FROM OTHER

MANUFACTURERS THAT ARE EQUIVALENT IN THE OPINION OF THE ENGINEER MAY BE USED.

2. CONTRACTOR IS RESPONSIBLE FOR PROPER QUANTITY BASED UPON FIXTURE TYPES INDICATED ON THE PLANS.

20A, SINGLE POLE SWITCHES, INSTALL PLACARD "DO NOT

TURN OFF WHEN BUILDING IS OCCUPIED". INSTALL 46" AFF TO

CENTER OF SWITCH. INSTALL ADJACENT TO INVERTER.

20A

20A
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