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CONSTRUCTION NOTES:

1.

2.

3.

4.

5.

6.

7.

8.

PROVIDE EXHAUST DUCT BRANCH CONNECTION AND VOLUME
DAMPER. EXTEND DUCT AND TERMINATE WITHIN 18” OF
UNDERSIDE OF ROOF STRUCTURE. TERMINATE OPEN ENDED
DUCT WITH 1/2”X1/2”X1/2” GALVANIZED BIRDSCREEN.

PROVIDE THERMALLY INSULATED, 2-POSITION, MOTORIZED
DAMPER AND 24V ACTUATOR, GREENHECK ICD-45 OR
APPROVED EQUAL. DAMPER TO BE POWER OPEN SPRING
CLOSED. DAMPER TO BE MOUNTED IN THE DUCTWORK AT THE
WALL OPENING. PROVIDE MULTI SECTION DAMPER AS
REQUIRED TO ACCOMMODATE INSTALLATION. JACKSHAFT
DAMPERS TOGETHER TO ACCOMMODATE ACTUATOR
OPERATION. CONTRACTOR TO FIELD VERIFY AND COORDINATE
WITH BUILDING MANUFACTURER OPENING SIZE PRIOR TO
ORDERING. PROVIDE ACCESS DOOR IN DUCTWORK TO
ACCOMMODATE MAINTENANCE.

EXTEND DUCTWORK DOWN WALL. TERMINATE DUCTWORK
APPROXIMATELY 2” AFF. TOP OF REGISTER TO BE WITHIN 12”
ABOVE FINISHED FLOOR. REFER TO DETAIL ON DRAWING H204
FOR FURTHER INFORMATION.

PROVIDE NON-INSULATED, STAINLESS STEEL, 2-POSITION,
MOTORIZED DAMPER AND 24V ACTUATOR, GREENHECK
SEVCD-33 OR APPROVED EQUAL. DAMPER TO BE POWER
OPEN SPRING CLOSED. DAMPER TO BE MOUNTED WITHIN THE
DUCTWORK. DAMPER TO POWER OPEN UPON ACTIVATION OF
GAS DETECTION SYSTEM AND SPRING CLOSE UNDER NORMAL
OPERATING CONDITIONS.

PROVIDE EQUIPMENT SUPPORTS TO ACCOMMODATE
CONDENSER INSTALLATION. SECURE ACCU TO SUPPORT
STAND WITH GALVANIZED BOLTS, NUTS, AND WASHERS.
SECURE STAND TO CONCRETE EQUIPMENT PAD. REFER TO
DETAIL ON DRAWING H203 FOR FURTHER INFORMATION.

PROVIDE CANTILEVERED DUCT SUPPORT AT CORNER OF HEAT
RECOVERY UNIT. REFER TO DETAIL ON H203.

PROVIDE CONNECTION DOWN TO PRESSURE WASHER.
PROVIDE DOUBLE WALL BREECHING EXHAUST DUCT UP TO
FLOOR ABOVE. REFER TO H103 FOR CONTINUATION.

PROVIDE CONNECTION DOWN TO PARTS WASHER.  PROVIDE
STAINLESS STEEL DUCTWORK WITH WELDED SEAMS AND
JOINTS INSULATE DUCTWORK WITH 2” CALCIUM SILICATE
INSULATION WITH AN ASJ JACKET.  EXTEND DUCT A MINIMUM OF
3’ ABOVE THE HIGHEST POINT OF THE ROOF WITHIN A 10 FOOT
RADIUS. TERMINATE WITH APPROVED WEATHER CAP. REFER
TO ARCHITECTURAL DRAWINGS FOR REQUIRED FLASHING.

#

GENERAL NOTES:

A.

B.

MAINTAIN BOTTOM OF DUCTWORK WITHIN THE SERVICE LANE
A MINIMUM OF 14’ AFF.

PROVIDE STAINLESS STEEL DUCTWORK WITHIN THE WASH
BAY AND CHASSIS WASH BAY.
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FOR CONTINUATION
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CONSTRUCTION NOTES:

1.

2.

PROVIDE THERMALLY INSULATED, 2-POSSITION, MOTORIZED
DAMPER AND 24V ACTUATOR, GREENHECK ICD-45 OR
APPROVED EQUAL. DAMPER TO BE POWER OPEN SPRING
CLOSED. DAMPER TO BE MOUNTED IN THE DUCTWORK AT THE
WALL OPENING. PROVIDE MULTI SECTION DAMPER AS
REQUIRED TO ACCOMMODATE INSTALLATION. JACKSHAFT
DAMPERS TOGETHER TO ACCOMMODATE SINGLE ACTUATOR
OPERATION. CONTRACTOR TO FIELD VERIFY AND
COORDINATE WITH BUILDING MANUFACTURER OPENING SIZE
PRIOR TO ORDERING. PROVIDE ACCESS DOOR IN DUCTWORK
TO ACCOMMODATE MAINTENANCE

PROVIDE EQUIPMENT SUPPORTS TO ACCOMMODATE
CONDENSER INSTALLATION. SECURE ACCU TO SUPPORT
STAND WITH GALVANIZED BOLTS, NUTS, AND WASHERS.
SECURE STAND TO CONCRETE EQUIPMENT PAD. REFER TO
DETAIL ON DRAWING H203 FOR FURTHER INFORMATION.
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CONSTRUCTION NOTES:

1.

2.

3.

4.

PROVIDE THERMALLY INSULATED, 2-POSITION, MOTORIZED
DAMPER AND 24V ACTUATOR, GREENHECK ICD-45 OR APPROVED
EQUAL. DAMPER TO BE POWER OPEN SPRING CLOSED. DAMPER
TO BE MOUNTED IN THE DUCTWORK AT THE WALL OPENING.
PROVIDE MULTI SECTION DAMPER AS REQUIRED TO
ACCOMMODATE INSTALLATION. JACKSHAFT DAMPERS
TOGETHER TO ACCOMMODATE ACTUATOR OPERATION.
CONTRACTOR TO FIELD VERIFY AND COORDINATE WITH BUILDING
MANUFACTURER OPENING SIZE PRIOR TO ORDERING. PROVIDE
ACCESS DOOR IN DUCTWORK TO ACCOMMODATE MAINTENANCE

PROVIDE EXHAUST DUCT BRANCH CONNECTION AND VOLUME
DAMPER. EXTEND DUCT AND TERMINATE WITHIN 18” OF
UNDERSIDE OF ROOF STRUCTURE. TERMINATE OPEN ENDED
DUCT WITH 1/2”X1/2”X1/2” GALVANIZED BIRDSCREEN.

PROVIDE CONNECTION TO VEHICLE EXHAUST REEL.  EXTEND
VEHICLE EXHAUST DUCT A MINIMUM OF 3’ ABOVE THE HIGHEST
POINT OF THE ROOF WITHIN A 10 FOOT RADIUS. TERMINATE WITH
APPROVED WEATHER CAP. REFER TO ARCHITECTURAL
DRAWINGS FOR REQUIRED FLASHING.

PROVIDE EXHAUST DUCT UP FROM FLOOR BELOW.  PROVIDE
DOUBLE WALL BREECHING EXHAUST DUCT A MINIMUM OF 3’
ABOVE THE HIGHEST POINT OF THE ROOF WITHIN A 10 FOOT
RADIUS. TERMINATE WITH APPROVED WEATHER CAP. REFER TO
ARCHITECTURAL DRAWINGS FOR REQUIRED FLASHING.
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