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GENERAL NOTES

THE APPROVING AUTHORITY (CITY OF LYNCHBURG) WILL ISSUE 
A NOTICE TO PROCEED (NTP) PROVIDING CONTRACTOR WITH A 
10 DAY START DATE AND THE COMPLETION DATE.

1.

CONTRACTOR RESPONSIBLE FOR OBTAINING ALL PERMITS.

PERMITS MAY INCLUDE, BUT NOT LIMITED TO, CITY OF

LYNCHBURG BUILDING & ELECTRICAL PERMITS AND CITY OF

LYNCHBURG AND/OR VIRGINIA DCR E&S AND LAND

DISTURBANCE PERMITS.

3. A COPY OF THE APPROVED CONSTRUCTION DOCUMENTS AND

WRITTEN SPECIFICATIONS, SITE PERMITS AND EROSION AND

SEDIMENTATION PLAN(S) SHALL BE KEPT ON SITE AT ALL TIMES.

4. ALL WORK NOT COVERED BY THE PROJECT DOCUMENTS SHALL

CONFORM TO THE CITY OF LYNCHBURG MANUAL OF

SPECIFICATIONS AND STANDARD DETAILS REVISED 11/14 AND

THE LATEST EDITIONS OF ROAD AND BRIDGE STANDARDS

(VDOT) AND ROAD AND BRIDGE SPECIFICATIONS.

5. A PRE-CONSTRUCTION CONFERENCE WITH THE OWNER, THEIR

AGENT, THE CONTRACTOR'S CERTIFIED RESPONSIBLE LAND

DISTURBER AND THE OWNER'S REPRESENTATIVE WILL BE

REQUIRED PRIOR TO THE ISSUANCE OF THE LAND-DISTURBING

PERMIT. THE FOLLOWING MUST BE COMPLETED PRIOR TO THE

SCHEDULING OF THE PRE-CONSTRUCTION CONFERENCE:

LIMITS OF CLEARING & GRADING SHOULD BE CLEARLY MARKED;

LAND DISTURBANCE BOND MUST BE SUBMITTED. NO SITE

WORK, LOGGING, GRUBBING OR GRADING IS PERMITTED PRIOR

TO ISSUANCE OF A LAND DISTURBING PERMIT.

6. ALL WORK TO MEET APPLICABLE ADA STANDARDS: ICC/ANSI A

11.7 ACCESSIBILITY AND USABLE BUILDINGS AND FACILITIES;

OUTDOOR RECREATION ACCESS ROUTES (ORAR) DRAFT FINAL

ACCESSIBILITY GUIDELINES FOR OUTDOOR DEVELOPED AREAS,

OCTOBER 19, 2009.

7. COORDINATE WITH THE CITY TO SET UP A STAGING AREA

WITHIN THE PARK. CITY MUST APPROVE STAGING AREA PRIOR

TO MOBILIZATION.

8. CONTACT THE CITY ENVIRONMENTAL REVIEWER, THE CITY

CONSTRUCTION COORDINATOR AND MISS UTILITY ONE WEEK IN

ADVANCE OF ANY CONSTRUCTION ACTIVITY.

"I hereby certify that, to the best of my ability, this plan has been

prepared in accordance with the latest City of Lynchburg Manual of

Specifications and Standard Details and City Code."

Signature: Registration Number:

Printed Name and Title: Date:

"I/We hereby certify that all site construction, drainage and grading

will be done pursuant to this plan and that the applicable

Stormwater Management conditions and requirements of the City of

Lynchburg, the Commonwealth of Virginia and the Federal

Government and its agencies are hereby made part of this plan."

Signature: Title:

Printed Name: Date:

This project entails the redesign of the existing parking lot at Riverside Park, located at 2238 Rivermont Avenue, in Lynchburg, VA.  It includes the
repair and overlay of existing asphalt; construction of a new asphalt apron with drive lanes and a drop off lane; a permeable paver apron between the
new asphalt apron and the existing playground area; removal of existing asphalt in two center rows of parking and replacement of this material with
permeable pavers and a landscaped median and two parking islands (to be planted by others).  Four ADA parking spaces and two access aisles are
relocated closer to the playground area. Site furnishings to be installed in this project include concrete and wood wheel stops, removable bollards,
and post and chain fencing.
There are three bid alternates:  A) Additional concrete wheel stops; B) Post and chain fencing along the east side of the parking lot and one
removable bollard; C) Post and chain fencing  on the west side of the parking lot.

GENERAL PROJECT DESCRIPTION
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LEGEND:

CONCRETE

GRAVEL

EXISTING

EXISTING

DEMOLITION

REMOVE PAVEMENT SECTION (BY OTHERS)

REMOVE GRAVEL

DEMO BY OTHERS

GENERAL NOTES:

1. THIS TOPOGRAPHIC SURVEY WAS COMPLETED UNDER THE DIRECT AND RESPONSIBLE CHARGE OF, JAMES J. LEWIS, JR, LS

FROM AN ACTUAL GROUND  SURVEY MADE UNDER MY SUPERVISION; THAT THE IMAGERY AND/OR ORIGINAL DATA WAS

OBTAINED ON MAY 6, 2015; AND THAT THIS PLAT, MAP, OR DIGITAL GEOSPATIAL DATA INCLUDING METADATA MEETS

MINIMUM ACCURACY STANDARDS UNLESS OTHERWISE NOTED.

2. SURVEY CONDUCTED BY WILEY|WILSON, MAY, 2015.  VERTICAL CONTROL: NAVD 88; HORIZONTAL CONTROL: NAD 83 VIRGINIA

STATE PLANE COORDINATE SYSTEM, SOUTH ZONE, U.S. SURVEY FOOT.

3. CONTRACTOR SHALL BE INFORMED AND SHALL COMPLY WITH THE VIRGINIA OVERHEAD HIGH VOLTAGE LINE SAFETY ACT.

ANY COSTS TO COVER LINES OR DISCONNECT SERVICE TO NEARBY POWER LINES SHALL BE AT THE CONTRACTOR'S

EXPENSE. CONTRACTOR SHALL RETAIN FULL LIABILITY FOR COMPLIANCE WITH OSHA REGULATIONS AND THE SAFETY ACT.

THE CONTRACTOR SHALL BEAR EXPENSE FOR POLE SUPPORT WHERE REQUIRED.

4. ALL EXISTING UNDERGROUND UTILITY LOCATIONS AS SHOWN ON THESE PLANS ARE APPROXIMATE AND MAY NOT

REPRESENT ALL UNDERGROUND UTILITIES OR SERVICE LINES. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXACT

LOCATION, DEPTH, SIZE, AND TYPE OF UTILITIES SHOWN AND NOTIFYING ENGINEER OF DISCREPANCIES. PRIOR TO

EXCAVATION, THE CONTRACTOR SHALL CONTACT THE PERTINENT UTILITY COMPANIES AND/OR UTILITY LOCATING

SERVICES TO HAVE ALL UNDERGROUND UTILITIES LOCATED AND MARKED. CONTRACTOR IS SOLELY RESPONSIBLE FOR

DAMAGE TO PROPERTY, UTILITIES, OR PHYSICAL IMPROVEMENTS.

5. CONTACT "MISS UTILITY" AT 1-800-552-7001 TO DETERMINE THE LOCATIONS OF UNDERGROUND UTILITIES.

6. ALL WORK NOT COVERED BY THE PROJECT DOCUMENTS SHALL CONFORM TO THE LATEST EDITION OF THE VIRGINIA

DEPARTMENT OF TRANSPORTATION'S ROAD & BRIDGE STANDARDS.

7. SEE PROJECT MANUAL FOR ADDITIONAL PROJECT REQUIREMENTS.

8. SOILS INFORMATION DETERMINED GRAPHICALLY FROM SOIL SURVEY FOR CITY OF LYNCHBURG, VIRGINIA.

9. CONTRACTOR SHALL COMPLY WITH ALL VIRGINIA EROSION & SEDIMENT CONTROL REGULATIONS.

10. PROPERTY LINE INFORMATION IS BASED ON VARIOUS PLATS AND DEEDS OF RECORD AND ACTUAL FIELD MEASUREMENTS.

11. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE REPORT AND IS NOT INTENDED TO SHOW ALL EASEMENTS

THAT MAY AFFECT THE PROPERTY.

12. ALL PROPERTY PINS DISTURBED BY CONTRACTOR ACTIVITIES SHALL BE REPLACED BY A VIRGINIA LICENSED LAND

SURVEYOR.

13. THE EXISTENCE OF HAZARDOUS WASTE, VEGETATED WETLANDS, OR TIDAL WETLANDS WAS NEITHER INVESTIGATED NOR

CONFIRMED DURING THE PERFORMANCE OF THIS SURVEY.

14. MISS UTILITY DESIGN/DIG TICKET NUMBER B512100193-00B, DATED  MAY 1, 2015

DEMO SCHEDULE

POINT #

1

2

3

4

5

6

7

8

NORTHING

3683514.72

3683499.47

3683665.12

3683679.98

3683577.31

3683583.40

3683549.38

3683543.25

EASTING

11290437.57

11290480.97

11290539.24

11290495.71

11290552.49

11290534.82

11290523.08

11290540.80
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EXISTING CONDITIONS & DEMOLITION PLAN Sheet 2
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3" CHERRY TREE TO BE
RELOCATED (LOCATION TO BE

DETERMINED BY CITY)
BOLLARDS TO BE
REMOVED  (9)

BOLLARDS TO BE
REMOVED  (27)

BOLLARDS TO BE
REMOVED (BY
OTHERS)

SIGN TO BE
REMOVED

CONTRACTOR SHALL
REMOVE EARTH IN

MEDIAN AND ISLANDS
TO A DEPTH OF 18" AND

REPLACE WITH VDOT
CLASS B TOP SOIL

DEMO NOTES:

1. EXISTING PAVEMENT SHALL BE SAW CUT.
2. EXISTING WOOD PARKING BLOCKS TO BE REMOVED PRIOR TO OVERLAY

AND NEW PARKING BLOCKS INSTALLED ONCE OVERLAY IS COMPLETE.
3. REMAINING WOODEN BOLLARDS TO BE REMOVED AS BID ALTERNATE

REMOVE
PAVEMENT AND
BASE MATERIAL

NOTE 1

NOTE 1

NOTE 1

GATE TO BE OPERATED

DURING PROJECT PER

PARKS AND REC DIRECTION

15. DOUBLE SWING GATE AND DRIVE TO BE USED AS CONSTRUCTION ACCESS BY CONTRACTOR AND WILL BE DEMOLISHED AND

REMOVED BY OTHERS FOLLOWING PROJECT COMPLETION.
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EROSION & SEDIMENT CONTROL PLAN Sheet 3

GENERAL EROSION AND SEDIMENT CONTROL NOTES

ES-1   UNLESS OTHERWISE INDICATED, ALL VEGETATIVE AND STRUCTURAL EROSION AND

           SEDIMENT CONTROL PRACTICES WILL BE CONSTRUCTED AND MAINTAINED ACCORDING

           TO MINIMUM STANDARDS AND SPECIFICATIONS OF THE "VIRGINIA EROSION AND

           SEDIMENT CONTROL HANDBOOK" AND THE VIRGINIA REGULATIONS 9VAC25-840

           EROSION AND SEDIMENT CONTROL REGULATIONS.

ES-2   THE PLAN APPROVING AUTHORITY MUST BE NOTIFIED ONE WEEK PRIOR TO THE

           PRE-CONSTRUCTION CONFERENCE, ONE WEEK PRIOR TO THE COMMENCEMENT

           OF LAND   DISTURBING ACTIVITY, AND ONE WEEK PRIOR TO THE FINAL INSPECTION.

ES-3    ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE PLACED PRIOR TO

           OR AS THE FIRST STEP IN CLEARING.

ES-4    A COPY OF THE EROSION AND SEDIMENT CONTROL PLAN SHALL BE MAINTAINED ON

           THE SITE AT ALL TIMES.

ES-5    PRIOR TO COMMENCING LAND DISTURBING ACTIVITIES IN AREAS OTHER THAN

            INDICATED ON THESE PLANS (INCLUDING, BUT NOT LIMITED TO, OFF-SITE BORROW

            OR WASTE AREAS), THE CONTRACTOR SHALL SUBMIT A SUPPLEMENTARY EROSION

            CONTROL PLAN TO THE OWNER FOR REVIEW AND APPROVAL BY THE PLAN APPROVING

            AUTHORITY.

ES-6    THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL EROSION

           CONTROL MEASURES NECESSARY TO PREVENT EROSION AND SEDIMENTATION AS

           DETERMINED BY THE PLAN APPROVING AUTHORITY.

ES-7   ALL DISTURBED AREAS ARE TO DRAIN TO APPROVED SEDIMENT CONTROL MEASURES

           AT ALL TIMES DURING LAND DISTURBING ACTIVITIES AND DURING SITE DEVELOPMENT

           UNTIL FINAL STABILIZATION IS ACHIEVED.

ES-8   DURING DEWATERING OPERATIONS, WATER WILL BE PUMPED INTO AN APPROVED

           FILTERING DEVICE.

ES-9   THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL MEASURES PERIODICALLY

           AND AFTER EACH RUNOFF PRODUCING RAINFALL EVENT. ANY NECESSARY REPAIRS

           OR CLEANUP TO MAINTAIN THE EFFECTIVENESS OF THE EROSION CONTROL DEVICES

           SHALL BE MADE IMMEDIATELY.

ES-10  THOUGH SPECIFIC LOCATIONS ARE NOT SHOWN ON PLANS, CONTRACTOR SHALL BE

  RESPONSIBLE TO PROVIDE AND MAINTAIN SAFETY FENCE TO DESIGNATE 

  CONSTRUCTION AREAS AND MAINTAIN PUBLIC SAFETY.

ES-11  COORDINATE CONSTRUCTION ENTRANCES WITH THE PHASING OF SITE

            IMPROVEMENTS AND THE OWNER

3.05 SILT FENCE

SF

EROSION AND SEDIMENT CONTROL LEGEND

X X

3.31

3.32

3.35

TEMPORARY SEEDING

PERMANENT SEEDING

MULCHING

TS

PS

MU

TS

PS

MU

3.38

TREE PRESERVATION

AND PROTECTION

TP

TP

3.30

TOPSOILING

TO

TO

SEQUENCE OF CONSTRUCTION

1. EXISTING NORTH DRIVE SHALL BE USED AS CONSTRUCTION ENTRANCE

2. INSTALL EROSION AND SEDIMENT CONTROL PRACTICES AS IS PRACTICABLE.

3. CLEAR THE PLANNED DISTURBED AREA AND REMOVE DEBRIS TO A SUITABLE

LOCATION.

4. INSTALL UTILITIES, INLET AND OUTLET PROTECTION AS IS PRACTICABLE.

5. BRING GRADES TO DESIRED ELEVATION.

6. STABILIZE ALL DISTURBED AREAS WITH PERMANENT VEGETATION.

7. APPLY SURFACE TREATMENT AS DESIGNED.

8. EROSION CONTROL DEVICES SHALL REMAIN IN PLACE UNTIL RELEASED BY THE

GOVERNING AGENCY.

9. REMOVE TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES.

10. STABILIZE AREAS THAT ARE AFFECTED BE THE REMOVAL OF THE TEMPORARY

E&S MEASURES.

LIME & FERTILIZER SPECIFICATIONS:

A SOILS TEST IS REQUIRED PRIOR TO FINAL SITE STABILIZATION, TO DETERMINE LIME

AND FERTILIZER APPLICATION RATES FOR THE ESTABLISHMENT OF GRASS ON SITE.

CONTACT VIRGINIA COOPERATIVE EXTENSION OR A GEOTECHNICAL FIRM WITH SOIL

TESTING FACILITIES TO OBTAIN A SOILS REPORT FOR NUTRIENT APPLICATION.

INCORPORATION:

LIME AND FERTILIZER SHALL INCORPORATED INT0 THE TOP 4 INCHES OF TOPSOIL BY

DISCING OR OTHER MEANS WHENEVER POSSIBLE. FOR EROSION CONTROL, WHEN

APPLYING LIME AND FERTILIZER WITH A HYDROSEEDER, APPLY TO A ROUGH, LOOSE

SURFACE.

MULCHING:

MULCH WITH STRAW AT A RATE OF 2 TONS/ACRE OR EQUIVALENT.

3.01 SAFETY FENCE

SAF

SAF

3.07

STORM DRAIN

INLET PROTECTION

IP

IP

TP

TP SF

TP

X

TP

TP

X
X

X
X

X X
X X

X
X

X

X

X

X

X

X

X

X

SF

SF

LIMITS OF DISTURBANCE
0.90 ACRES

NOTE:

CONTRACTOR SHALL INSTALL SAFETY FENCE TO KEEP PEDESTRIANS

OUT OF WORK AREA AS NEEDED.

TP

*USE SEASONAL NURSE CROP IN ACCORDANCE WITH SEEDING

DATES AS STATED BELOW:

ANNUAL RYE: FEBRUARY 16TH THROUGH APRIL

FOXTAIL MILLET: MAY 1ST THROUGH AUGUST 15TH

ANNUAL RYE: AUGUST 16TH THROUGH OCTOBER

WINTER RYE: NOVEMBER THROUGH FEBRUARY 15TH

   PERMANENT SEEDING SCHEDULE

SITE SPECIFIC SEEDING MIXTURES FOR PIEDMONT AREA

TOTAL POUNDS PER ACRE

CITY OF LYNCHBURG PARKS MIX 350  LBS

TURF-TYPE TALL FESCUE 70%

TURF-TYPE PERENNIAL RYEGRASS 20%

BLUE GRASS 10%
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ASPHALT ROAD
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GRASS

GRASS

GRASS

GRASS

ASPHALT

PARKING LOT

RAIN

GARDEN

XFRMR

GRAVEL ROAD

LANDSCAPE

ASPHALT CURB

GRAVEL ROAD

CITY OF LYNCHBURG
2238 RIVERMONT AVE
LYNCHBURG, VA 24503

TM# 020-01-001
ZONING: R-3
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SPOT SHOT TABLE

POINT #

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

21

22

23

25

26

27

28

30

NORTHING

3683515.20

3683517.92

3683519.58

3683521.01

3683514.86

3683508.51

3683502.16

3683506.41

3683506.90

3683508.55

3683512.22

3683633.75

3683639.71

3683642.38

3683648.39

3683648.20

3683650.87

3683659.22

3683660.64

3683665.51

3683670.24

3683665.38

3683673.20

3683678.06

3683673.83

3683673.34

3683668.49

EASTING

11290457.34

11290448.06

11290443.34

11290440.84

11290441.68

11290459.77

11290477.85

11290482.35

11290479.51

11290474.79

11290465.84

11290527.15

11290510.16

11290502.62

11290485.50

11290513.15

11290505.61

11290536.11

11290533.60

11290519.77

11290521.40

11290535.26

11290512.96

11290499.09

11290494.61

11290497.44

11290511.28

DESCRIPTION

EDGE OF PAVER

TOP/BACK OF CURB

TOP/BACK OF CURB

EDGE OF PAVER

TOP/BACK OF CURB

TOP/BACK OF CURB

TOP/BACK OF CURB

EDGE OF PAVER

TOP/BACK OF CURB

TOP/BACK OF CURB

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER/CONC

EDGE OF PAVER/CONC

EDGE OF PAVER

TOP/BACK OF CURB

TOP/BACK OF CURB

TOP/BACK OF CURB

TOP/BACK OF CURB

TOP/BACK OF CURB

TOP/BACK OF CURB

EDGE OF PAVER

TOP/BACK OF CURB

TOP/BACK OF CURB

ELEVATION

746.50

745.95

746.12

745.56

746.36

747.41

748.20

747.61

0.00

747.32

746.93

744.86

744.51

744.33

743.97

744.56

744.38

745.08

745.51

745.21

745.19

745.60

744.95

744.20

743.59

744.73

745.03

SPOT SHOT TABLE

POINT #

31

32

33

34

35

36

37

38

39

40

41

42

43

44

45

46

47

48

49

50

51

52

53

54

55

56

NORTHING

3683693.31

3683706.44

3683703.93

3683706.16

3683708.44

3683710.76

3683705.64

3683703.06

3683697.79

3683687.46

3683671.81

3683654.43

3683653.88

3683651.62

3683690.96

3683696.29

3683698.65

3683702.76

3683710.44

3683718.30

3683718.23

3683711.85

3683549.35

3683583.38

3683577.31

3683543.25

EASTING

11290455.93

11290460.59

11290467.89

11290492.27

11290495.74

11290509.67

11290524.63

11290532.12

11290547.51

11290557.07

11290561.11

11290577.16

11290578.74

11290577.96

11290556.16

11290558.10

11290556.56

11290551.29

11290528.65

11290521.28

11290513.96

11290499.51

11290523.24

11290534.98

11290552.49

11290540.80

DESCRIPTION

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVER

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

EDGE OF PAVEMENT

ELEVATION

742.30

743.26

743.28

744.13

744.38

744.87

745.00

745.05

745.57

745.72

745.78

746.38

746.57

746.31

745.72

745.97

745.97

745.86

745.10

745.24

745.22

744.13

746.89

745.77

746.04

747.57
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0 10' 20' 40'

SCALE: 1" = 20'

GRADING, SITE IMPROVEMENTS & DIMENSIONAL LAYOUT
Sheet 4

6' ISLAND

6' ISLAND

8' MEDIAN

4" PAINTED
PARKING
STRIPING

(TYP)

4" PAINTED
PARKING
STRIPING
(TYP)

HANDICAP
SPACES

10

15

15

20

2

18

PERMEABLE
PAVERS

PERMEABLE
PAVERS FOR
PEDESTRIAN USE

BOLLARDS (10)

STANDARD
ASPHALT PAVEMENT

STANDARD ASPHALT
PAVEMENT

24.9' DRIVE AISLE

24.7' DRIVE AISLE

PARKING SUMMARY

EXISTING PROPOSED

4 ADA SPACES 4 ADA SPACES

2 ACCESS AISLES 2 ACCESS AISLES

73 SPACES 82 SPACES

LEGEND:

STANDARD ASPHALT PAVEMENT

PERMEABLE PAVER SYSTEM (VEHICLE)

PERMEABLE PAVER SYSTEM (PEDESTRIAN)

9' (TYP)

R=3' (TYP)

2

18'

18'

PERMEABLE
PAVERS FOR
CROSSWALK

STANDARD ASPHALT
PAVEMENT

R25.0'

CIVIL NOTES AND SPECIFICATIONS:

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SAFETY AT THE JOB SITE AND SHALL

COMPLY WITH OSHA REGULATIONS FOR ALL WORK ASSOCIATED WITH THIS PROJECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING SUBSURFACE STRUCTURES, UTILITIES

AND PIPES PRIOR TO ANY EXCAVATION.

3. CONTRACTOR SHALL PROTECT EXISTING UNDERGROUND UTILITIES, STRUCTURES, TREES AND

OTHER ITEMS TO REMAIN IN PLACE.  DAMAGE OCCURRING AS A RESULT OF CONSTRUCTION

SHALL BE REPAIRED AT THE CONTRACTORS EXPENSE.

4. CONTRACTOR SHALL EMPLOY A LAND SURVEYOR REGISTERED IN THE COMMONWEALTH OF

VIRGINIA TO PERFORM ALL STAKEOUT WORK.

5. ALL SOIL IS UNCLASSIFIED.

6. EXPLOSIVES SHALL NOT BE USED.

7. SATISFACTORY SOILS SHALL BE  FREE OF ROCK OR GRAVEL LARGER THAN 3 INCHES  IN ANY

DIMENSION, DEBRIS, WASTE, FROZEN MATERIALS, VEGETATION, AND OTHER DELETERIOUS

MATTER.

8. PLACE LOOSE BACKFILL AND FILL MATERIALS IN LAYERS NOT MORE THAN 8 INCHES IN LOOSE

DEPTH FOR MATERIAL COMPACTED BY HEAVY COMPACTION EQUIPMENT, AND NOT MORE THAN 4

INCHES IN LOOSE DEPTH FOR MATERIAL COMPACTED BY HAND-OPERATED TAMPERS.

9. UNIFORMLY SPREAD EACH LAYER, MOISTEN OR DRY AS REQUIRED FOR OPTIMUM MOISTURE

CONTENT AND THEN COMPACT SO DENSITY OF THE COMPACTED MATERIAL MEETS OR EXCEEDS

THE SPECIFIED PERCENTAGES OF OF MAXIMUM DRY DENSITY PER ASTM D 698: 95 PERCENT

BELOW SLAB ON GRADE CONSTRUCTION, PAVEMENTS, SHOULDERS, SIDEWALKS, CURB AND

GUTTER, AND 90 PERCENT IN NON-LOADED VEGETATIVE AREAS (LAWN, PLANTINGS, ETC.).

10. ANY LIFT, OR PORTION THEREOF, WHICH IS NOT COMPACTED IN ACCORDANCE WITH THE

SPECIFICATIONS SHALL BE RECOMPACTED OR REMOVED AND REPLACED TO THE SATISFACTION

OF THE SOILS TESTING AGENCY AT NO ADDITIONAL COST TO THE OWNER.

11. ALL ROADWAY IMPROVEMENTS AND MARKINGS SHALL FOLLOW VDOT STANDARDS UNLESS

OTHERWISE SPECIFIED.

12. GEOTECHNICAL TESTING AGENCY SHALL BE PROVIDED BY OWNER UNLESS OTHERWISE NOTED.

13. ALL SPOT SHOTS REFLECT FINISHED GRADE.

 ASPHALT OVERLAY

R15.0'

R20.0'

R15.0'

R30.0'

R5.0'

R11.3'

R15.0'

27.9'

ASPHALT OVERLAY

18.00'

8.00'

18.00'

INSTALL PAVERS
TO BE FLUSH

WITH ASPHALT
OVERLAY

INSTALL PAVERS TO
BE FLUSH WITH

ASPHALT OVERLAY

3

6

2

6

6

6

7

6

7

6

6

6

6

6

6

6

18.00' (TYP)

SITE NOTES:

1. 6-INCH CONCRETE TO BE INSTALLED FROM POINTS 3 THRU 9, 19 THRU 23, AND 25 THRU 30.

2. FLUSH CONCRETE CURB TO BE INSTALLED FROM POINTS 2,1, 14, AND 17 AND 10,11,13 AND 16.

3. CONCRETE CURB WILL BE TAPERED FROM 6-INCH REVEAL TO FLUSH BETWEEN POINTS 3 AND 2;

AND 9 AND 10.

4. A MINIMUM OF 1.5-INCHES OF OVERLAY SHALL BE INSTALLED OVER ENTIRE PARKING AREA.

OVERLAY WEST OF THE HANDICAP PARKING SHALL BE DEEPER TO ACCOMMODATE A MAX 2%

SLOPE IN HANDICAP PARKING AND ACCESSIBLE ISLE.

HANDICAP
SIGN (TYP OF 4)

1

6
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LANDSCAPE PLAN, SITE FURNISHINGS
& BID ALERNATES

Sheet 5

Cara Smith, L/KLA

NOTES:
1) REMOVE SOIL AND REPLACE WITH VDOT CLASS
B TOPSOIL TO A DEPTH OF 18". INSTALL
SUFFICIENT AMOUNT OF TOPSOIL TO ACCOUNT
FOR ANY SETTLING.

2) ACQUISITION AND INSTALLATION OF PLANTS BY
OTHERS

3) HARDWOOD MULCH IN MEDIAN AND ISLANDS BY
OTHERS

TRANSPLANT EXISTING CHERRY;
TREE LOCATION TBD BY CITY

REMOVABLE
BOLLARD (3)
BASE BID (TYP)

REMOVABLE
BOLLARD (1)
(BID ALT)

START POST &
CHAIN FENCE BASE
BID (TYP.) 5

5

6
5

6
5

WOOD WHEEL
STOP (48);
[CONC. WHEEL
STOP (48) BID ALT]

CONCRETE
WHEEL STOP (34)

4
5
3
5

3
5

6'

O.C.

(TYP.)

END POST & CHAIN
FENCE BID ALT.
(WEST SIDE)

START POST & CHAIN FENCE
BID ALT. (EAST SIDE) 5

5

END POST & CHAIN FENCE
BID ALT. (EAST SIDE)

5
5

5
5

START POST & CHAIN
FENCE BID ALT.
(WEST SIDE)

5
5

END POST & CHAIN
FENCE BASE BID

6' O.C. (TYP.)

END POST & CHAIN
FENCE BASE BID

START POST &
CHAIN FENCE BASE
BID (TYP.) 5

5

5
5

5
5

12" TYP.

12" TYP.

12" TYP.

12" TYP.

2' TYP.

3' O.C.

6' O.C. (TYP.)

CL

8'

6'

6'
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Site Improvements Details Sheet 6

SEE PLAN

2" ASPHALT SURFACE COURSE, SM-9.5A

9" AGGREGATE BASE COURSE, #21A

COMPACTED SUBGRADE

PRIME & COVER

STANDARD ASPHALT PAVEMENT SECTION

NOT TO SCALE

RESERVED

PARKING

VAN

ACCESSIBLE

NOTES:

1. HANGING ORDER OF THE VAN ACCESSIBLE SPACE AND   PENALTY

SIGN DOES NOT MATER.

2. THE VAN ACCESSIBLE SIGN IN NOT REQUIREDED BY CODE   AND

SHALL ONLY BE HUNG WHEN INDICATED ON THE PLAN.

PENATLY $100-500

FINE TOW AWAY

ZONE

1'

3'

4' MIN

7.5"

1'-6"

7' MAX

3'-6"

6"

18"

HANDICAP PARKING SIGNAGE

SCALE: NOT TO SCALE

12" X 18"  0.80 GA.

RETRO-REFLECTORIZED

ALUMINUM SIGN

INTERNATIONAL SYMBOL OF

ACCESSIBILITY. BORDER AND

LETTERING IN WHITE ON

BLUE BACKGROUND

ADDITIONAL SIGN STATING

"VAN ACCESSIBLE SPACE"

WHERE INDICATED ON PLAN

PENALTY SIGN AS

REQUIREDED BY

IBC 1103.1.1

RADIUS 1 

1

2" (TYP)

2" SQUARE GALVaANIZED

SIGN POST SET IN

6" PIPE BOLLARD,

PAINT YELLOW, FILL

WITH GROUT

1

2" EXPANSION JOINT

4' DEEP X 18" DIA.

CONCRETE FOOTING

18'-0"

9'-0"
9'-0"

HANDICAP PARKING 9' ACCESS AISLE

SCALE: NOT TO SCALE

34"

39"

4"

48"

40.75"

ADA PARKING PAVEMENT MARKER

SCALE: NOT TO SCALE

SYMBOL COLOR:

WHITE
SQUARE

COLOR:

BLUE

APPROVED GEOGRID

OR GEOTEXTILE

EXISTING ASPHALT

PAVEDRAIN

OR APPROVED EQUAL

9" LAYER OF NO. 2 STONE

2" OF NO. 8 STONE OVER

4" OF NO. 57 STONE

GEOGRID

PAVEDRAIN END CAP

PAVEDRAIN SECTION

NOT TO SCALE

6"

12"

1" RADIUS

(FRONT SIDE)

1/2" RADIUS (BACK SIDE)

CLASS A3 CONCRETE

FLUSH CONCRETE CURB

NOT TO SCALE

PERMEABLE

PAVERS

NOTES:

1. ALL STONE SHALL BE WASHED PRIOR TO PLACEMENT

2. CONTRACTOR SHALL CONFIRM CBR PRIOR TO INSTALLATION.

A CBR OF 5 IS ASSUMED FOR DESIGN PURPOSES.

1

4

2

4

3

4

5

4

6

4

7

4

6"

12"
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Erosion & Sediment Control Details Sheet 7

SOURCE: VA, DSCW

NOT TO SCALE

TP

PLATE 3.38-2

DRIP

LINE

TRIANGULAR BOARD FENCE

CORRECT TRUNK ARMORING

CORRECT METHODS OF TREE FENCING

SNOW

FENCE

BOARD

FENCE

CORD

FENCE

PLASTIC

FENCE

SHEET FLOW INSTALLATION

(PERSPECTIVE VIEW)

POINTS A SHOULD BE HIGHER THAN POINT B.

CONSTRUCTION OF A SILT FENCE

(WITHOUT WIRE SUPPORT)

1. SET THE STAKES.

2. EXCAVATE A 4" X 4" TRENCH UPSLOPE

ALONG THE LINE OF STAKES.

3. STAPLE FILTER MATERIAL TO

STAKES AND EXTEND IT INTO

THE TRENCH.

4. BACKFILL AND COMPACT THE

EXCAVATED SOIL.

SOURCE: Adapted from Installation of Straw and Fabric Filter Barriers for Sediment

Control,  Sherwood & Wyant

4"

4"

FLOW

FLOW

6'

MAX

DRAINAGEWAY INSTALLATION (FRONT ELEVATION)

A

A

B

FLOW

3" MAX

NOT TO SCALE

SF

PLATE 3.05-2

SOURCE: N.C. Erosion and Sediment Control Planning and Design Manual, 1988

1

A

SILT FENCE DROP INLET SILT FENCE DROP

INLET PROTECTION PROTECTION

THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE THE INLET

DRAINS A RELATIVELY FLAT AREA (SLOPE NO GREATER THAN 5%) WHERE THE

INLET SHEET OR OVERLAND FLOWS (NOT EXCEEDING 1 C.F.S.) ARE TYPICAL.

THE METHOD SHALL NOT  APPLY TO INLETS RECEIVING CONCENTRATED

FLOWS, SUCH AS IN STREET OR HIGHWAY MEDIANS.

SPECIFIC APPLICATION

2 X 4" WOOD FRAME

ELEVATION OF STAKE AND

FABRIC ORIENTATION

DETAIL A

PERSPECTIVE VIEWS

1.5' MAX

3' MIN

DROP INLET

WITH GRATE

FRAME

GATHER

EXCESS AT

CORNERS

FABRIC

STAKE

1' MIN

NOT TO SCALE

IP

PLATE 3.07-1



4" DIA., SCH 40, STEEL POST,
POWDERCOATED FLAT
BLACK W/ MATCHING DOMED
CAP; SCREW ON CAP WITH
POWDERCOATED FLAT
BLACK SCREWS- TWO ON
OPPOSITE SIDES (180
DEGREES)

SIDE VIEW FRONT VIEW

3/8-16 X 1-1/4" STEEL EYE
BOLT, WELDED,
POWDERCOATED FLAT
BLACK

5/16" METAL CHAIN,
POWDERCOATED FLAT
BLACK, CONNECTED WITH
QUICK COUPLERS; CHAIN
TO BE INSTALLED
CONCAVELY TO MATCH
EXISTING POSTS AND CHAIN

ATTACH BLACK,
POWDERCOATED QUICK

LINKS TO CHAIN3000 PSI
CONCRETE
FOOTER

SLOPED TOP OF
FOOTER AWAY FROM
POST

NOTE: MAXIMUM HEIGHT OF
SAG IN CHAIN 27" FROM GRADE

(2) HORIZONTAL BANDS OF
3" REFLECTIVE TAPE.

TURN DOWN TOP 1/2 OF BURLAP OR COMPLETELY
REMOVE WIRE BASKET; REMOVE ALL CORD AND
TWINE FROM BASE OF TRUNK; IF NON-DEGRADABLE
WRAP IS USED, REMOVE TOTALLY

DIG WIDE, SHALLOW HOLE WITH TAPERED SIDES
2 - 3 X WIDTH OF ROOTBALL (MIN.)

FINISHED
GRADE

SET ROOT BALL ON FIRM PAD IN BOTTOM OF
HOLE

NOTES:
1. USE SIMILAR PLANTING PROCEDURES FOR
DECIDUOUS AND EVERGREEN TREES.
2. DO NOT WRAP TRUNK OF TREES.
3. DO NOT STAKE TREE EXCEPT ON VERY WINDY,
EXPOSED SITES.
4. ALL TREES SHALL CONFORM TO THE
STANDARDS SET FORTH IN THE MOST RECENT
AMERICAN STANDARDS FOR NURSERY STOCK
PUBLISHED BY THE AMERICAN ASSOCIATION OF
NURSERYMEN (A.A.N.)

TAMP SOIL SOLIDLY AROUND BASE OF ROOT BALL

BREAK UP EDGE OF PLANTING PIT

4" BUILT-UP EARTH SAUCER AT EDGE OF ROOT BALL

2" TO 3" SHREDDED HARDWOOD BARK MULCH
DO NOT PLACE MULCH IN CONTACT WITH TREE
TRUNK

REMOVE EXCESS SOIL FROM TOP OF ROOT BALL

PRUNE ANY BROKEN, DEAD OR DISEASED WOOD
WHILE PRESERVING FORM AND CHARACTER OF
TREE;  DO NOT PRUNE INDISCRIMINATELY TO
REDUCE CANOPY SIZE

4" TO 6"
DEEPER THAN
ROOT BALL

SET ROOT BALL WITH ROOT FLARE 2" ABOVE
FINISH GRADE

DO NOT STAKE OR WRAP
TRUNK; MARK THE
NORTH SIDE OF THE
TREE IN THE NURSERY
AND LOCATE TO THE
NORTH WHEN PLANTING.

ROOT BALL

NOTE: PARTIALLY CUT ROOT BALL ONLY IF ROOT
BOUND. DO NOT CUT ENTIRELY THROUGH ROOT BALL.

USE KNIFE OR SHARP SPADE TO CUT THROUGH 1/3
BOTTOM AND TWO SIDES OF CONTAINER ROOT BALL
BUTTERFLY THE ROOT BALL IF ROOT OR POT BOUND

SET PLANTS IN ERECT, STABLE & UNIFORM POSITIONS
BEST FACE OF PLANT MOST VISIBLE

PLANT SHRUBS SLIGHTLY  HIGH APPROX 2" ABOVE
EXISTING GRADE
3" SHREDDED HARDWOOD MULCH OVER
ENTIRE SHRUB BED

SIZE

KEY

QUANTITY

17/32" DIA. HOLE

FASTEN WITH CARRIAGE
BOLTS 12" X 18"; DOUBLE
DIPPED GALVANIZED; 2
BOLTS PER WHEEL STOP

3000 PSI CONCRETE

TWO #5 BARS, 5'-0" LONG,
MID-DEPTH OF BLOCK

5'-8"

5'-9"
6'-0"

10"

6"
2" 8"

4"

STD. WOOD PARKING BLOCK

FASTEN WITH CARRIAGE
BOLTS 12" X 18"; DOUBLE
DIPPED GALVANIZED; 2
BOLTS PER WHEEL STOP

17/32" DIA. HOLE

6'-0"

6"

10"
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POST AND CHAIN FENCE
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METAL BOLLARD
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Scale: 1/2" = 1'-0"

TYPICAL TREE PLANTING DETAIL (BY OTHERS)

1

Scale: Not to scale

CONTAINER SHRUB PLANTING DETAIL (BY OTHERS)

2

Scale: Not to scale

PLANT SCHEDULE

LANDSCAPE DETAILS Sheet 8

NOTES:

1) PLANT ACQUISITION AND PLANT INSTALLATION TO BE DONE BY

OTHERS.

2) INSTALLATION OF HARDWOOD MULCH TO BE DONE BY OTHERS.

PRECAST CONCRETE WHEEL STOP

3

Scale: NTS

WOOD WHEEL STOP

4

Scale: NTS

Cara Smith, L/KLA

NOTE: WOOD WHEEL STOP

TO MATCH EXISTING
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STORMWATER MANAGEMENT SUMMARY Sheet 9

STORMWATER MANAGEMENT NARRATIVE

A. DESCRIPTION OF STORMWATER QUANTITY/QUALITY MEASURES

STORMWATER RUNOFF FROM PORTIONS OF THE PROJECT FLOWS INTO THE

PERVIOUS PAVER SECTIONS AND INFILTRATES INTO THE SUBSOIL.  THE

EXISTING ASPHALT DRIVE ADJACENT TO THE CURRENT HANDICAP PARKING

WILL BE REMOVED AS WELL AS A SECTION OF ASPHALT IN THE MIDDLE OF

THE PARKING AREA.  THIS AREA WILL BE REPLACED WITH A LANDSCAPED

MEDIAN AND ISLANDS CAPPING THE PARKING AISLE.

B. HYROLOGIC ANALYSIS

STORMWATER RUNOFF RATES ARE COMPUTED FOR THE 2, 10, AND 25-YEAR

STORM EVENTS USING THE RATIONAL METHOD AND SCS TR-55.  SCS TR-55

IS USED TO CALCULATE THE PRE AND POST RUNOFF RATES.  THE RATIONAL

METHOD IS USED TO CALCULATE THE 1" STORM FLOW RATE TO THE

PERVIOUS  PAVERS.

C. DRAINAGE AREA CHARACTERISTICS

RUNOFF COEFFICIENTS (C): DRAINAGE SUBAREAS FOR THIS PROJECT

CONSIST OF A MIXTURE OF GRASS AND PAVED AREAS.  A C-FACTOROF 0.125

IS USED FOR GRASS AND PERMEABLE PAVER AREAS, A C-FACTOR OF 0.3 IS

USED FOR FORESTED AREAS  AND A C-FACTOR OF 0.9 IS USED FOR PAVED

AREAS.

CURVE NUMBERS (CN): BASED ON SITE SOILS WITHIN HYDRAULIC SOIL

GROUP "B", THE CN FOR PAVED AREAS IS 98, CN FOR FORESTED AREA IS 72

AND CN FOR OPEN SPACE IS 58.

WEIGHTED C-FACTORS (OR CN FACTORS) AND INCREMENTAL

RUNOFF RATES ARE COMPUTED FOR EACH DRAINAGE SUBAREA, AND

ACCUMULATED ALONG THE STORM SYSTEM SEGMENT TO DETERMINE

REQUIRED SYSTEM SIZES.

D. TIME OF CONCENTRATION (Tc)

TIME OF CONCENTRATION IS DETERMINED USING SCS TR-55

METHODOLOGY.  A MINIMUM Tc OF 5-MINUTES IS USED FOR ALL SMALL

SUBAREAS.  THE RAINFALL INTENSITY AND 24-HOUR RAINFALL DEPTHS

FOR RUNOFF CALCULATIONS USING THE RATIONAL METHOD AND TR-55

IS DETERMINED USING THE VDOT'S 05-03 AND HDA 05-04.

E. HYDRAULIC ANALYSIS

ALL STORMWATER WILL SHEET FLOW OFF THE SITE.

F. WATER QUALITY TREATMENT ANALYSIS

TOTAL SITE AREA = 0.89 Ac.

TOTAL PRE-DEVELOPMENT  IMPERVIOUS COVER = 0.71 Ac.

TOTAL POST-DEVELOPMENT IMPERVIOUS COVER = 0.53 Ac.

% IMPERVIOUS COVER (PRE) = 0.71/0.89 = 80%

% IMPERVIOUS COVER (POST)= 0.53/0.89 = 60%

L (POST) = [0.05+(0.009 x )] x 0.89 x 2.28 = 1.20 POUNDS/YEAR

L   (PRE) =  [0.05+(0.009 x 71)] x 0.89 x 2.28 = 1.56 POUNDS/YEAR

RR = 1.20 - (0.9 x 1.56) = -0.20

BASED ON THE IMPERVIOUS AREA REMOVED FROM THE PRE-DEVELOPMENT

CONDITION THE PERVIOUS PAVERS ADDED MEET THE REQUIRED REMOVAL

EFFICIENCIES

BMP SELECTION = PERMEABLE PAVERS

PRE AND POST SITE
AREA (0.89 ACRES)

PP 1

PP 2

PP 3

DRAINAGE AREA

PP 1 DRAINAGE AREA

DESIGN FLOW SUMMARY

UNITS

1 1 1

DESIGN EVENT FREQUENCY YEARS

2 10 25

SCS 24-HR PRECIPITATION IN

3.3 5.0 6.2

PRE DEVELOPMENT

TIME OF CONCENTRATION

MINUTES

5 5 5

TR-55 CURVE NUMBER

91 91 91

DRAINAGE AREA ACRES

0.89 0.89 0.89

DESIGN FLOW CFS

2.38 4.01 5.12

POST DEVELOPMENT

TIME OF CONCENTRATION MINUTES

5 5 5

TR-55 CURVE NUMBER

83 83 83

DRAINAGE AREA ACRES

0.89 0.89 0.89

DESIGN FLOW CFS

1.72 3.20 4.25

FLOW SUMMARY TABLE

FEATURE ID PP-1 PP-2 PP-3

DESIGN EVENT FREQUENCY 1" STORM 1" STORM 1" STORM

DRAINAGE AREA (SF) 12,540 4,210 665

PAVER AREA (SF) 2,916 2,916 665

TIME OF CONCENTRATION (MINUTES) 5 5 5

RUNOFF VOLUME (CF) 803 233 53

AVERAGE INFILTRATION RATE (IN/HR) 1.45 1.45 1.45

POROSITY OF RESERVOIR LAYER 0.4 0.4 0.4

RESERVOIR STONE DEPTH (IN) 9.00 3.00 3.00

PP 2

DRAINAGE AREA



I. PROJECT DESCRIPTION

THIS PROJECT CONSISTS OF RENOVATIONS TO RIVERSIDE PARK PARKING LOT. RENOVATIONS INCLUDE INSTALLATIONS OF

PERMEABLE PAVERS TO ACCESS AISLES, HANDICAP SPACES, VEHICLE DROP OFF AREA, AND PEDESTRIAN AREA. THIS PROJECT

ALSO INCLUDES THE INSTALLATION OF A LANDSCAPED MEDIAN/ISLAND BETWEENPARKING AISLES.  EROSION AND SEDIMENT

CONTROL MEASURES HAVE BEEN INCLUDED TO PREVENT EROSION AND TRAP SEDIMENT ON SITE.  THE PROJECT INVOLVES

APPROXIMATELY 0.89 ACRES OF LAND DISTURBANCE.

II. EXISTING SITE CONDITIONS

THIS SITE CONSISTS OF A MIX OF ASPHALT, GRAVEL, GRASSY OPEN SPACE, AND WOODED AREA.

III. ADJACENT PROPERTIES

THE PROJECT SITE IS BOUNDED BY THE JAMES RIVER TO THE NORTH, RANDOLPH COLLEGE TO THE WEST, AND HOUSING ALONG

RIVERMONT AVENUE TO THE EAST AND SOUTH.

IV. OFF-SITE AREAS

FILL MATERIAL WILL BE OBTAINED FROM AREAS OF EXCAVATION CONTAINED WITHIN THE SITE.  UNSUITABLE MATERIAL WILL BE

HAULED FROM THE SITE AND DISPOSED OF IN AN APPROVED MANNER.  THE CONTRACTOR SHALL SUBMIT A SUPPLEMENTARY

EROSION AND SEDIMENT CONTROL PLAN TO THE EROSION AND SEDIMENT CONTROL REGULATOR PERTAINING TO OFF-SITE

DISTURBED AREAS (IF ANY SUCH AREAS ARE REQUIRED) SUCH AS STOCKPILES, STAGING AREAS, AND SPOIL AREAS THAT ARE

USED FOR THIS PROJECT.

V. SOILS

ACCORDING TO USDA SCS SOIL MAPPING, THE PROJECT SITE LIES ON SOIL TYPES MAURERTOWN, OPEQUON,  AND

UDORTHENTS.

URBAN LAND - UL

URBAN LAND IS ALTERED, REWORKED, OR REMOVED SOIL MATERIAL. COMMERCIAL, INDUSTRIAL, AND RESIDENTIAL 

DEVELOPMENTS COVER MUCH OF THE SURFACE.

CECIL SERIES CcB2 - FINE SANDY LOAM, 2 TO 6 PERCENT SLOPES, ERODED

CECIL IS A GENTLY SLOPING TO MODERATELY SLOPING, VERY DEEP, WELL DRAINED SOIL. TYPICALLY THE SURFACE LAYER IS

FINE SANDY LOAM ABOUT 5 INCHES THICK. THE SURFACE LAYER HAS A LOW CONTENT OF ORGANIC MATTER. THE SLOWEST

PERMEABILITY IS MODERATE. IT HAS A MODERATE AVAILABLE WATER CAPACITY AND A LOW SHRINK SWELL POTENTIAL. THIS

SOIL IS NOT FLOODED AND IS NOT PONDED. THE SEASONAL HIGH WATER TABLE IS AT A DEPTH OF MORE THAT 6 FEET. THE

LAND CAPABILITY CLASSIFICATION IS 2e. THE VIRGINIA SOIL MANAGEMENT GROUP IS X. THIS SOIL IS NOT HYDRIC.

CECIL SERIES CcE2 - FINE SANDY LOAM, 15 TO 25 PERCENT SLOPES, ERODED

CECIL IS A MODERATELY STEEP TO STEEP, VERY DEEP, WELL DRAINED SOIL. TYPICALLY THE SURFACE LAYER IS FINE SANDY

LOAM ABOUT 5 INCHES THICK. THE SURFACE LAYER HAS A LOW CONTENT OF ORGANIC MATTER. THE SLOWEST PERMEABILITY

IS MODERATE. IT HAS A MODERATE AVAILABLE WATER CAPACITY AND A LOW SHRINK SWELL POTENTIAL. THIS SOIL IS NOT

FLOODED AND IS NOT PONDED. THE SEASONAL HIGH WATER TABLE IS AT A DEPTH OF MORE THAN 6 FEET. THE LAND

CAPABILITY CLASSIFICATION IS 6e. THE VIRGINIA SOIL MANAGEMENT GROUP IS X. THIS SOIL IS NOT HYDRIC.

VI. CRITICAL AREAS

THERE ARE SEVERAL CRITICAL AREAS ADDRESSED BY THIS EROSION AND SEDIMENT CONTROL PLAN.  THE EXISTING RAIN

GARDEN (BIORETENTION AREA) IS LOCATED WEST OF THE PARKING LOT. THE EXISTING SLOPES ARE APPROXIMATELY  2:1

INCLINE.  CARE WILL BE TAKEN TO PROVIDE PROTECTIVE MEASURES IN THESE AREAS TO ENSURE PROPER DRAINAGE OF THE

RAIN GARDEN AND TO STABILIZE THE SLOPES.  SEDIMENT WILL BE TRAPPED ON SITE.

VII. EROSION AND SEDIMENT CONTROL MEASURES

ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE CONSTRUCTED AND MAINTAINED

BY THE CONTRACTOR IN ACCORDANCE WITH THE LATEST EDITION OF THE VIRGINIA EROSION AND SEDIMENT CONTROL

HANDBOOK.  SYMBOLS, DETAILS, AND DIMENSIONS USED ARE TAKEN FROM THE HANDBOOK, AS WELL AS THE LATEST EDITION

OF THE VIRGINIA DEPARTMENT OF TRANSPORTATION'S ROAD AND BRIDGE STANDARDS.

A. STRUCTURAL PRACTICES

1. SAFETY FENCE (SAF), SPEC. 3.01: A SAFETY FENCE SHALL BE PROVIDED AS SHOWN ON THE PLANS TO PROHIBIT ACCESS

BY THE PUBLIC.

2. TEMPORARY CONSTRUCTION ENTRANCE (CE), SPEC. 3.02:  A CONSTRUCTION ENTRANCE SHALL BE PROVIDED AS SHOWN

ON THE PLANS AT THE EXISTING ROAD.  EQUIPMENT WHEELS SHALL BE CLEAN WHEN ENTERING UPON A PAVED ROAD.

ALL VEHICLES ENTERING AND EXITING THE PROJECT SITE SHALL USE A CONSTRUCTION ENTRANCE.

3. SILT FENCE (SF), SPEC. 3.05:  SILT FENCE BARRIERS SHALL BE PROVIDED WHERE SHOWN AND AS NEEDED TO PREVENT

SEDIMENT FROM LEAVING THE SITE.

4. STORM DRAIN INLET PROTECTION (IP), SPEC. 3.07:  STORM DRAIN INLET PROTECTION SHALL BE PROVIDED FOR INLETS AS

SHOWN ON THE PLANS.

B. VEGETATIVE PRACTICES

1. TOPSOILING (TO), SPEC. 3.30:  TOPSOIL WILL BE STRIPPED FROM AREAS TO BE GRADED AND STOCKPILED FOR LATER USE.

STOCKPILES ARE TO BE STABILIZED WITH TEMPORARY VEGETATION AND HAVE SILT FENCE INSTALLED ALONG THE LOWER

PERIMETER TO PROTECT DOWNSTREAM AREAS.

2. TEMPORARY SEEDING (TS), SPEC. 3.31:  TEMPORARY SEEDING SHALL BE PROVIDED ON SITE TO PROVIDE STABILIZATION

UNTIL SITE DEVELOPMENT OCCURS.  APPLY SEED BASED ON TEMPORARY SEEDING SCHEDULE SHOWN ON THE PLANS.

3. PERMANENT SEEDING (PS), SPEC. 3.32:  PERMANENT SEEDING SHALL BE PROVIDED ON SITE TO PROVIDE STABILIZATION

FOR ALL DISTURBED AREAS.  APPLY SEED BASED ON TEMPORARY SEEDING SCHEDULE SHOWN ON THE PLANS.

4. MULCHING (MU), SPEC. 3.35:  ALL PERMANENT AND TEMPORARY SEEDING SHALL BE STRAW MULCHED IMMEDIATELY UPON

COMPLETION OF SEED APPLICATION.  STRAW ON STEEP SLOPES SHALL BE ANCHORED UNLESS SEEDING WAS PROVIDED

BY MEANS OF A HYDROSEEDING, IN WHICH CASE, MULCHING IS NOT REQUIRED.

5. TREES, SHRUBS, VINES AND GROUND COVERS (VEG), SPEC. 3.37:

6. TREE PRESERVATION AND PROTECTION (TP), SPEC. 3.38:  TREES IDENTIFIED ON THE E&S PLAN SHEET SHALL BE

PROTECTED DURING CONSTRUCTION.

C. MINIMUM STANDARDS

MS-1. STABILIZATION OF DENUDED AREAS:

PERMANENT OR TEMPORARY SOIL STABILIZATION SHALL BE APPLIED TO DENUDED AREAS WITHIN 7 DAYS AFTER FINAL

GRADE IS REACHED ON ANY PORTION OF THE SITE.  TEMPORARY SOIL STABILIZATION SHALL BE APPLIED WITHIN 7 DAYS TO

DENUDED AREAS THAT MAY NOT BE AT FINAL GRADE, BUT WILL REMAIN DORMANT OR UNDISTURBED FOR LONGER THAN 14

DAYS.  PERMANENT STABILIZATION SHALL BE APPLIED TO AREAS THAT ARE TO BE LEFT DORMANT FOR MORE THAN ONE

YEAR.

MS-2. STABILIZATION OF SOIL STOCKPILES:

DURING CONSTRUCTION OF THE PROJECT, SOIL STOCKPILES AND BORROW AREAS SHALL BE STABILIZED OR PROTECTED

WITH SEDIMENT TRAPPING MEASURES.  THE APPLICANT IS RESPONSIBLE FOR TEMPORARY PROTECTION AND PERMANENT

STABILIZATION OF ALL STOCKPILES ON SITE AS WELL AS BORROW AREAS AND SOIL INTENTIONALLY TRANSPORTED FROM

THE PROJECT SITE.

MS-3. PERMANENT VEGETATIVE COVER:

A PERMANENT VEGETATIVE COVER SHALL BE ESTABLISHED ON DENUDED AREAS NOT OTHERWISE PERMANENTLY

STABILIZED.  PERMANENT VEGETATION SHALL NOT BE CONSIDERED ESTABLISHED UNTIL A GROUND COVER IS ACHIEVED

THAT IS UNIFORM AND MATURE ENOUGH TO SURVIVE AND INHIBIT EROSION.

MS-4. TIMING AND STABILIZATION OF SILT TRAPPING MEASURES:

SEDIMENT BASINS AND TRAPS, PERIMETER DIKES, SEDIMENT BARRIERS AND OTHER MEASURES INTENDED TO TRAP

SEDIMENT SHALL BE CONSTRUCTED AS A FIRST STEP IN ANY LAND DISTURBING ACTIVITY AND SHALL BE MADE FUNCTIONAL

BEFORE UPSLOPE LAND DISTURBANCE TAKES PLACE.

MS-5. STABILIZATION OF EARTHEN STRUCTURES:

STABILIZATION MEASURES SHALL BE APPLIED TO EARTHEN STRUCTURES SUCH AS DAMS, DIKES AND DIVERSIONS

IMMEDIATELY AFTER INSTALLATION.

MS-6. SEDIMENT BASINS AND TRAPS:

SEDIMENT TRAPS AND BASINS SHALL BE DESIGNED AND CONSTRUCTED BASED UPON THE TOTAL DRAINAGE AREA TO BE

SERVED BY THE TRAP OR BASIN.

A. THE MINIMUM STORAGE CAPACITY OF A SEDIMENT TRAP SHALL BE 134-CUBIC YARDS PER ACRE OF DRAINAGE AREA, AND

THE TRAP SHALL ONLY CONTROL DRAINAGE AREAS LESS THAN 3-ACRES.

B. SURFACE RUNOFF FROM DISTURBED AREAS THAT IS COMPRISED OF FLOW FROM DRAINAGE AREAS GREATER THAN OR

EQUAL TO 3-ACRES SHALL BE CONTROLLED BY A SEDIMENT BASIN. THE MINIMUM STORAGE CAPACITY OF A SEDIMENT

BASIN SHALL BE 134-CUBIC YARDS PER ACRE OF DRAINAGE AREA. THE OUTFALL SYSTEM SHALL, AT A MINIMUM,

MAINTAIN THE STRUCTURAL INTEGRITY OF THE BASIN DURING A 25-YEAR STORM OF 24-HOUR DURATION. RUNOFF

COEFFICIENTS SHALL CORRESPOND TO A BARE EARTH CONDITION OR THOSE CONDITIONS EXPECTED TO EXIST WHILE

THE SEDIMENT BASIN IS UTILIZED.

MS-7. CUT AND FILL SLOPES:

CUT AND FILL SLOPES SHALL BE CONSTRUCTED IN A MANNER THAT WILL MINIMIZE EROSION.  SLOPES THAT ARE FOUND TO

BE ERODING EXCESSIVELY WITHIN ONE YEAR OF PERMANENT STABILIZATION SHALL BE PROVIDED WITH ADDITIONAL SLOPE

STABILIZING MEASURES UNTIL THE PROBLEM IS CORRECTED.

MS-8. CONCENTRATED RUNOFF DOWN CUT OR FILL SLOPES:

CONCENTRATED RUNOFF SHALL NOT FLOW DOWN CUT OR FILL SLOPES UNLESS CONTAINED WITHIN AN ADEQUATE

TEMPORARY OR PERMANENT CHANNEL, FLUME OR SLOPE DRAIN STRUCTURE.

MS-9. WATER SEEPAGE FROM A SLOPE FACE:

WHENEVER WATER SEEPS FROM A SLOPE FACE, ADEQUATE DRAINAGE OR OTHER PROTECTION SHALL BE PROVIDED.

MS-10. STORM SEWER INLET PROTECTION:

ALL STORM SEWER INLETS THAT ARE MADE OPERABLE DURING CONSTRUCTION SHALL BE PROTECTED SO THAT

SEDIMENT-LADEN WATER CANNOT ENTER THE CONVEYANCE SYSTEM WITHOUT FIRST BEING FILTERED OR OTHERWISE

TREATED TO REMOVE SEDIMENT.

MS-11. STABILIZATION OF OUTLETS:

BEFORE NEWLY CONSTRUCTED STORM WATER CONVEYANCE CHANNELS OR PIPES ARE MADE OPERATIONAL, ADEQUATE

OUTLET PROTECTION AND ANY REQUIRED TEMPORARY OR PERMANENT CHANNEL LINING SHALL BE INSTALLED IN BOTH THE

CONVEYANCE CHANNEL AND RECEIVING CHANNEL.

MS-12. WORK IN LIVE WATERCOURSES:

WHEN WORK IN A LIVE WATERCOURSE IS PERFORMED, PRECAUTIONS SHALL BE TAKEN TO MINIMIZE ENCROACHMENT,

CONTROL SEDIMENT TRANSPORT AND STABILIZE THE WORK AREA TO THE GREATEST EXTENT POSSIBLE DURING

CONSTRUCTION. NONERODIBLE MATERIAL SHALL BE USED FOR THE CONSTRUCTION OF CAUSEWAYS AND COFFERDAMS.

EARTHEN FILL MAY BE USED FOR THESE STRUCTURES IF ARMORED BY NONERODIBLE COVER MATERIALS.

MS-13. CROSSING A LIVE WATERCOURSE:

WHEN A LIVE WATERCOURSE MUST BE CROSSED BY CONSTRUCTION VEHICLES MORE THAN TWICE IN ANY SIX MONTH

PERIOD, A TEMPORARY VEHICULAR STREAM CROSSING CONSTRUCTED OF NONERODIBLE MATERIALS SHALL BE PROVIDED.

MS-14. APPLICABLE REGULATIONS:

ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS PERTAINING TO WORKING IN OR CROSSING LIVE

WATERCOURSES SHALL BE MET.

MS-15. STABILIZATION OF BED AND BANKS:

THE BED AND BANKS OF A WATERCOURSE SHALL BE STABILIZED IMMEDIATELY AFTER WORK IN THE WATERCOURSE IS

COMPLETED.

MS-16. UNDERGROUND UTILITIES:

UNDERGROUND UTILITY LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING STANDARDS, IN ADDITION TO

OTHER APPLICABLE CRITERIA:

A. NO MORE THAN 500-LINEAR FEET OF TRENCH MAY BE OPENED AT ONE TIME.

B. WHERE CONSISTENT WITH SAFETY AND SPACE CONSIDERATIONS, EXCAVATED MATERIAL IS TO BE PLACED ON THE

UPHILL SIDE OF TRENCHES.

C. EFFLUENT FROM DEWATERING OPERATIONS SHALL BE FILTERED OR PASSED THROUGH AN APPROVED SEDIMENT

TRAPPING DEVICE, OR BOTH, AND DISCHARGED IN A MANNER THAT DOES NOT ADVERSELY AFFECT FLOWING STREAMS

OR OFFSITE PROPERTY.

D. TRENCH BACKFILL MATERIAL SHALL BE PROPERLY COMPACTED IN ORDER TO MINIMIZE EROSION AND PROMOTE

STABILIZATION.

E. RESTABILIZATION SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THESE REGULATIONS.

F. ALL APPLICABLE SAFETY REGULATIONS SHALL BE COMPLIED WITH AT ALL TIMES.

MS-17. CONSTRUCTION ACCESS ROUTES:

WHERE CONSTRUCTION VEHICLE ACCESS ROUTES INTERSECT PAVED OR PUBLIC ROADS, PROVISIONS SHALL BE MADE TO

MINIMIZE THE TRANSPORT OF SEDIMENT BY VEHICULAR TRACKING ONTO THE PAVED SURFACE.  WHERE SEDIMENT IS

TRANSPORTED ONTO A PAVED OR PUBLIC ROAD, THE ROAD SURFACE SHALL BE CLEANED THOROUGHLY AT THE END OF

EACH DAY.  SEDIMENT SHALL BE REMOVED BY SHOVELING OR SWEEPING AND TRANSPORTED TO A SEDIMENT DISPOSAL

AREA.  STREET WASHING SHALL BE ALLOWED ONLY AFTER SEDIMENT IS REMOVED IN THIS MANNER. THIS PROVISION SHALL

APPLY TO INDIVIDUAL DEVELOPMENT LOTS AS WELL AS TO LARGER LAND-DISTURBING ACTIVITIES.

MS-18. TEMPORARY E&S CONTROL MEASURE REMOVAL:

ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE

STABILIZATION OR AFTER TEMPORARY MEASURES ARE NO LONGER NEEDED, UNLESS OTHERWISE AUTHORIZED BY THE

VESCP AUTHORITY. TRAPPED SEDIMENT AND THE DISTURBED SOIL AREAS RESULTING FROM THE DISPOSITION OF 

TEMPORARY MEASURES SHALL BE PERMANENTLY STABILIZED TO PREVENT FURTHER EROSION AND SEDIMENTATION.

MS-19. ADEQUACY OF RECEIVING CHANNELS:

PROPERTIES AND WATERWAYS DOWNSTREAM FROM THE DEVELOPMENT SITE SHALL BE PROTECTED FROM SEDIMENT

DEPOSITION, EROSION AND DAMAGE DUE TO INCREASES IN VOLUME, VELOCITY AND PEAK FLOW RATES OF STORM WATER

RUNOFF FOR THE STATED FREQUENCY STORM OF 24-HOUR DURATION.

D. MAINTENANCE:  ALL EROSION AND SEDIMENT CONTROL STRUCTURES AND SYSTEMS SHALL BE MAINTAINED, INSPECTED, AND

REPAIRED AS NEEDED TO INSURE CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION.  ALL EROSION AND SEDIMENT

CONTROL MEASURES SHALL BE CHECKED AT THE END OF EACH DAY AND AFTER EVERY RAINFALL EVENT.

1. DAMAGE TO EROSION CONTROL MEASURES CAUSED BY CONSTRUCTION TRAFFIC OR OTHER ACTIVITY SHALL BE

REPAIRED BEFORE THE END OF EACH WORKING DAY.

2. MAINTAIN ALL SEEDED AREAS UNTIL A UNIFORM STAND IS ACCEPTED.

3. (SPEC. 3.01) SAFETY FENCE SHALL BE CHECKED REGULARLY FOR DAMAGE.  CARE SHALL BE TAKEN TO SECURE ALL

ACCESS POINTS AT THE END OF EACH WORKING DAY.

4. (SPEC. 3.02) PROVIDE FOR EQUIPMENT WASHING AS NEEDED TO PREVENT THE TRANSPORT OF SOIL ONTO EXISTING

ASPHALT ROADWAYS.  ANY SEDIMENT ON THE PAVEMENT SHALL BE REMOVED IMMEDIATELY.

5. (SPEC. 3.05) SILT FENCE BARRIERS WILL BE CHECKED DAILY FOR UNDERMINING OR DETERIORATION OF THE FABRIC.

SEDIMENT SHALL BE REMOVED WHEN THE LEVEL REACHES HALF WAY TO THE TOP OF THE BARRIER.

5. (SPEC. 3.07) SEDIMENT SHALL BE REMOVED FROM AROUND THE INLET PROTECTION TRAP STRUCTURE AND RESTORED TO

ITS ORIGINAL DIMENSIONS WHEN THE SEDIMENT HAS ACCUMULATED TO ONE-HALF THE DESIGN DEPTH OF THE TRAP.  THE

TRAP STRUCTURES SHALL BE REMOVED AND THE AREA STABILIZED WHEN THE REMAINING DRAINAGE AREA HAS BEEN

PROPERLY STABILIZED.

6. (SPEC. 3.30) TOPSOIL SHALL NOT BE PLACED WHILE IN A FROZEN OR MUDDY CONDITION, WHEN TOPSOIL OR SUBGRADE IS

EXCESSIVELY WET, OR IN A CONDITION THAT MAY OTHERWISE BE DETRIMENTAL TO PROPER GRADING OR PROPOSED

SODDING OR SEEDING.  THE TOPSOIL SHALL BE UNIFORMLY DISTRIBUTED TO A MINIMUM COMPACTED DEPTH OF 2-INCHES

ON 3:1 OR STEEPER SLOPES AND 4-INCHES ON FLATTER SLOPES.

7. (SPEC. 3.31 & 3.32) AREAS WHICH FAIL TO ESTABLISH VEGETATIVE COVER ADEQUATE TO PREVENT RILL EROSION WILL BE

RESEEDED AS SOON AS SUCH AREAS ARE IDENTIFIED.

8. (SPEC. 3.35) WHERE EROSION OR WASHOUT IS OBSERVED IN MULCHED AREAS, ADDITIONAL MULCH SHOULD BE APPLIED.

9. (SPEC. 3.36) ALL SOIL STABILIZATION BLANKETS AND MATTING SHALL BE INSPECTED AFTER RAINSTORMS TO CHECK FOR

EROSION AND UNDERMINING.  IF WASHOUT OR BREAKAGE OCCURS, REINSTALL THE MATERIAL AFTER REPAIRING DAMAGE

TO THE SLOPE OR DITCH.

10. (SPEC. 3.37) MAINTAIN A MULCH OR TURF COVER FOR SHRUBS AND TREES.

11. (SPEC. 3.38) IF THE SOIL HAS BECOME COMPACTED OVER THE ROOT ZONE OF ANY TREE, THE GROUND SHALL BE

AERATED BY PUNCHING HOLES WITH AN IRON BAR.  ANY DAMAGE TO THE CROWN, TRUNK, OR ROOT SYSTEM OF ANY

TREE RETAINED ON THE SITE SHALL BE REPAIRED IMMEDIATELY.  BROADLEAF TREES THAT HAVE BEEN STRESSED OR

DAMAGED SHALL RECEIVE A HEAVY APPLICATION OF FERTILIZER TO AID THEIR RECOVERY.

VIII. PERMANENT STABILIZATION

ALL AREAS DISTURBED BY CONSTRUCTION SHALL BE STABILIZED WITH SEEDING FOLLOWING GRADING IN ACCORDANCE WITH

THE MINIMUM STANDARDS. SEEDING SHALL BE IN ACCORDANCE WITH THE TEMPORARY OR PERMANENT SEEDING SCHEDULES

SHOWN ON THIS PLAN. IN ALL SEEDING OPERATIONS, TOPSOIL, SEED, FERTILIZER AND LIME SHALL BE APPLIED PRIOR TO 

INSTALLATION OF MULCHING OR EROSION CONTROL BLANKETS AND MATTING.

IX. STORMWATER MANAGEMENT

MANAGEMENT OF STORMWATER RUNOFF DURING CONSTRUCTION WILL COMPLY WITH THE EXISTING VIRGINIA EROSION AND

SEDIMENT CONTROL REGULATIONS 9VAC25-840.  THE EROSION AND SEDIMENT CONTROL PLANS INDICATE ALL ACTIVITIES AND

STRATEGIES NECESSARY TO MINIMIZE EROSION AND SEDIMENTATION DURING CONSTRUCTION.

MANAGEMENT OF STORMWATER RUNOFF AFTER CONSTRUCTION WILL COMPLY WITH THE EXISTING VIRGINIA STORMWATER

MANAGEMENT PROGRAM (VSMP) REGULATIONS 9VAC25-870. THE STORMWATER MANAGEMENT PLANS INDICATE ALL ACTIVITIES

AND STRATEGIES NECESSARY TO COMPLY WITH THE VSMP REGULATIONS AFTER CONSTRUCTION.

X. SOIL STOCKPILES AND BORROW AREAS

FILL MATERIAL SHALL BE OBTAINED FROM AREAS OF EXCAVATION ON SITE.  LOCATIONS OF SOIL STOCKPILES SHALL BE

DETERMINED BY THE CONTRACTOR WITH THE APPROVAL OF THE OWNER/DEVELOPER.  ALL STOCKPILES SHALL BE LOCATED ON

SITE AND PROTECTED WITH SURROUNDING SILT FENCING AND STABILIZED WITH A VEGETATIVE COVER.  THE CONTRACTOR

SHALL SUBMIT A SUPPLEMENTARY EROSION AND SEDIMENT CONTROL PLAN FOR ALL SOILS INTENTIONALLY TRANSPORTED

OFFSITE IF THE TRANSPORTED MATERIAL DISTURBS MORE THAN 10,000 SQUARE FEET IN AREA.

XI. SEQUENCE OF CONSTRUCTION

1. EXISTING NORTH DRIVE SHALL BE USED AS CONSTRUCTION ENTRANCE

2. INSTALL EROSION AND SEDIMENT CONTROL PRACTICES AS IS PRACTICABLE.

3. CLEAR THE PLANNED DISTURBED AREA AND REMOVE DEBRIS TO A SUITABLE LOCATION.

4. INSTALL UTILITIES, INLET AND OUTLET PROTECTION AS IS PRACTICABLE.

5. BRING GRADES TO DESIRED ELEVATION.

6. STABILIZE ALL DISTURBED AREAS WITH PERMANENT VEGETATION.

7. APPLY SURFACE TREATMENT AS DESIGNED.

8. EROSION CONTROL DEVICES SHALL REMAIN IN PLACE UNTIL RELEASED BY THE GOVERNING AGENCY.

9. REMOVE TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES.

10. STABILIZE AREAS THAT ARE AFFECTED BE THE REMOVAL OF THE TEMPORARY E&S MEASURES.
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