
 
 
 
 

To: Historic Preservation Commission (HPC) 
 

From: Victoria Glasgow, AICP Candidate 
Neighborhood Planning Coordinator 

 
Date: December 6, 2019 

 
Subject:       1316 Pierce Street Staff Finding 
 
 
Siding: The Residential Design Review Guidelines state that siding of wood, stucco, concrete block, and 
brick exteriors original to a building should be repaired. Original siding materials should be replaced only 
where necessary. The guidelines also say that siding of wood on front and side elevations facing or visible 
from a street which is deteriorated should be repaired or replaced with wood siding to match the original. 
Synthetic or substitute materials which effectively replicate the texture and appearance of wood (i.e. 
fiber-cement (hardiplank) will be considered for siding replacement of horizontal/clapboard siding for rear 
or side elevations. 
 
Windows: The Residential Design Review Guidelines state that new window openings should not be 
added to primary facades or to side facades where readily visible from the street. The addition of new 
window openings on rear facades may be acceptable. The Residential Design Review Guidelines also state 
that vinyl windows will generally not be approved. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Section 35.2-13.4 (b) Staff Recommendation. Upon finding that the application is complete the City Planner 
shall prepare a report making findings and recommendations on the application and authorize notice to be 

provided in accordance with section 35.2-13.5 (Notice and HPC Hearing). 



 
 

Josef Shalev, of 1316 Pierce Street, is petitioning to: 
1) Replace the wooden siding on the sides and rear of the house with 6.25-in x 144-in-HZ10 HardiePlank 

Cedarmill Fiber Cement Lap Siding. The colors will be the same and have been administratively 
approved.  

2) Create a new window opening in the back of the house to match the neighbor’s with a Vinyl double-
hung window, 36-in x 54-in; Actual: 35.5-in x 53.5-in. 
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Certificate	of	Appropriateness	(COA)
City	of	Lynchburg

	Submitted	On:
November	7th,	2019	@	9:33am

Email jshalevv@gmail.com

Property	Address	(only	street
address	required)

1316	Pierce	St
Lynchburg
VA
24501

Parcel	ID	Number	(found	at	this	link:
https://etrakit.lynchburgva.gov/Search/parcel.aspx)

02612011

Choose	a	District Pierce	Street	Renaissance

Property	Owner	Name AFJ	Inc,	Josef	Shalev

Property	Owner	Address 7808	Timberlake	Rd.
Lynchburg
VA
24502

Property	Owner	Phone 4342372753

Property	Owner	Email jshalevv@gmail.com

I	understand	that	submission	of
this	application	authorizes	the
entry	onto	the	property	by	the
Historic	Preservation
Commission,	City	Staff	and	City
Council	during	the	normal
discharge	of	their	duties	in
regard	to	this	application.

Yes

The	applicant	is	the: Owner

Petitioner	Name

Petitioner	Address

Petitioner	Phone

Petitioner	Email



Signature	Data First	Name:	Josef
Last	Name:	Shalev
Email	Address:	jshalevv@gmail.com

Signed	at:	11/07/2019	09:03AM

Representative	Name

Firm	Name

Address

Phone

Email

Preference	for	COA
approval/denial	delivery	(select
one):

Mail	to	address

Who	should	we	call	to	notify	for
pickup	or	mail	the	COA	to?

Property	Owner

Please	give	a	detailed	description
and	justification	for	the
alteration,	demolition	or	new
construction:	(this	form	must	be
accompanied	by	the	necessary
drawings,	material	samples,
photographs,	plans	and	other
materials	appropriate	to	the
request.	Failure	to	provide
supporting	documentation	will
result	in	the	request	not	being
scheduled	for	review	by	the	HPC)

1.	I	would	like	to	fix/replace	siding	on	my	house	on	the	sides	and	back	of	the	house.	The	siding	in
many	places	is	non	existent,	other	places	fully	cracked	and	cannot	be	fixed.	Instead	of	wood
siding,	I	would	like	to	install	same	size,	same	look	as	wood,	James	Hardie	6.25-in	x	144-in-HZ10
HardiePlank	Cedarmill	Fiber	Cement	Lap	Siding.	Paint	color	as	agreed	before	(no	change	in	color
from	existing).
https://www.lowes.com/pd/James-Hardie-6-25-in-x-144-in-HZ10-HardiePlank-Cedarmill-Fiber-
Cement-Lap-Siding/999910005
2.	Install	a	window	in	the	back	of	the	house,	Lowe''s	Item	#	633096	Model	#
719801228314455DH	ReliaBilt	455	Vinyl	New	Construction	White	Exterior	Double	Hung	Window
(Rough	Opening:	36-in	x	54-in;	Actual:	35.5-in	x	53.5-in),	as	this	type	of	window	will	match	the
front	and	sides	of	the	house.	The	house	next	door,	1314	Pierce,	is	an	identical	house	as	mine,	has
that	window	in	the	back.

Nature	of	Request	(check	all	that
apply)

Exterior	Alteration

Will	there	be	a	problem
completing	the	work	within
twenty-four	(24)	months?

No

If	yes,	please	explain	why	work
cannot	be	completed	in	twenty-
four	(24)	months.
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21.  SIDING  

POLICY:  

Exterior siding materials such as weatherboard, clapboard, shingles and board and batten 
cladding are essential components defining a building's architectural character. The 
concealment of original siding with vinyl, aluminum, or other synthetic sidings will not be 
approved. These siding materials do not successfully imitate the original siding dimensions 
or texture and there are potential structural problems inherent in the use of these materials 
on historic buildings. These materials may also not be cost effective compared to 
continued maintenance and painting of the original siding.  

Siding:  

A. of wood, stucco, concrete block, and brick exteriors original to a building should be 
repaired. Original siding materials should be replaced only where necessary.   

B. of shingles original to the building should be repaired rather than replaced. If 
replacement is necessary due to deterioration, the new shingles should match the 
original in size, placement, and design.  

C. of wood on front and side elevations facing or visible from a street which is deteriorated 
should be repaired or replaced with wood siding to match the original. Synthetic or 
substitute materials which effectively replicate the texture and appearance of wood (i.e. 
fiber-cement (hardiplank) will be considered for siding replacement of 
horizontal/clapboard siding for rear or side elevations.  

D. previously added to a historic building such as aluminum, asbestos, and vinyl are not 
compatible materials and their removal and the restoration of the original wood siding is 
highly encouraged.  

E. of synthetic or substitute materials such as vinyl or aluminum over original wood siding 
is not appropriate and their use will not be approved except to repair existing in-kind 
siding or on nonconforming structures.  .  

 
  

 
 
 
 
 
 
 
Siding materials such as wood shingles and weatherboard should be preserved and 
maintained (1407 Harrison Street). 
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Original siding should be repaired and 
repainted as necessary (503 
Washington Street).  

Wood Siding 

Vinyl or synthetic siding 

Hidden cracks 
and deterioration 

Potential area for 
condensation 

Original wood siding at 1000 Harrison Street. 

Wood deterioration can be accelerated by 
the application of synthetic sidings. 

Exterior materials such as stucco should be repaired as 
needed and preserved (2312 Rivermont Avenue).  
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Concrete block in rock-faced and ashlar finishes was also used in Lynchburg’s historic districts in 
the early 20th century (2450 Rivermont Avenue).    
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25. WINDOWS

POLICY: 

Windows should be maintained or repaired to match the original design. If windows 
are deteriorated beyond repair, the installation of new wood windows to match the 
original designs is recommended. Windows of baked enamel or anodized aluminum 
are also acceptable, but these are more appropriate at the rear or sides of dwellings 
that are not visible from the street. Vinyl windows will generally not be approved. 
Original window openings should not be covered or concealed. They should also not 
be partially enclosed for the installation of smaller windows. New window openings 
should not be added on the fronts of dwellings and are discouraged but may be 
acceptable at the rear or sides if not visible from the street. The addition of window 
screens to historic windows is appropriate as long as the screens are full-view 
design or have a central meeting rail to match the historic window. 

Windows: 

A. should be preserved in their original location, size, and design and with their
original materials and numbers of panes.

B. should not be added to primary facades or to side facades where readily visible
from the street. The addition of new window openings on rear facades may be
acceptable.

C. should be repaired rather than replaced.  A variety of methods and techniques
exist for the repair of historic windows. The property/home owner must allow for
visible inspection and/or provide physical evidence/pictures to support their claim
that windows are not repairable.  If the HPC determines that replacement is
necessary due to severe deterioration, the replacement should be in-kind to
match the originals in material and design. The installation of baked enamel
extruded aluminum windows may be acceptable. If aluminum windows are
applied they should match historic wood windows as closely as possible in their
profile, depth of muntins and surrounding trim. The use of vinyl windows for
replacement of deteriorated windows is not generally acceptable.  Although
discouraged, they may be considered for use at rear facades not readily visible
from the street..

D. of steel or other metal designs and that are historic should be preserved and
maintained, or replaced with new metal windows which are similar in appearance
and materials.

E. should not have snap-on, interior or flush muntins. These muntins are much
thinner in profile than the muntins on historic windows and don't provide the
window with the appearance of a historic window.  Simulated Divided Lights
(SDL), where the muntin is on the outside of the exterior glass visually creating
the appearance of a historic window is an acceptable alternative.

F. screens and/or storms: should be of full-view design and of wood or aluminum
with baked-on enamel of compatible trim color or anodized in dark colors
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G. should not have security bars where visible from the street. 

 

 
Preserve and maintain original historic 
windows such as six-over-one wood sash 
(2308 Rivermont). 
 

 
Replacement windows of wood are 
preferred when replacing wood windows.   
 
 
 
 
 
 
 
 

 
 

 
Original steel casement windows of the 
20th century should also be repaired as 
needed and retained. 
 
 
 

 
Extruded Aluminum clad windows may 
also be appropriate. 
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